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08080570 & 08080670 BATTERY DISCONNECT SWITCHES

200A ¢ SPST e IP65 ® M10 Studs

08080570

Specifications
Max Operating Voltage: 24V DC
Max Continuous Current: 200A
Intermittent Current: 1500A at 5 sec
Operating Temp: -40°Cto +70 °C
Ingress Protection: IP65
08080670 Contacts: Copper (Silver-plated)
Terminals: M10 (inox)
Description
Manually operated battery switches for use on 12V and 24V Applications
electrical systems, for the purpose of disconnecting the e Heavy trucks e Agricultural
battery from the vehicle electrical system even under load, e Emergency vehicles o Marine

and to stop power from the alternator.
The battery switch model 08080570, unlike model 08080670,

is equipped with a supplementary contact NC which may be Web Resources

used for various purposes, such as activating a warning light, Download 2D print and technical resources at:
grounding the alternator, etc.. littelfuse.com/ManualBatterySwitches
Features/Benefits

e 200A continuous current rating

e High quality thermoplastic material is robust and resistant Electrical Diagram
to chemicals and environmental elements.

e Unique shape (elongated and narrow) allows mounting in
hard to reach and areas with limited space.

With supplementa Standard
e \Waterproof to IP65 I upp ry r

contacts contacts

Mounting Diagram
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Ordering Information
TERMINAL
PART NUMBER VOLTAGE AMPERAGE  CIRCUITRY ~ MOUNTING INGRESS NUTS NOTES
08080570 1224V DC 200A SPST Through-Hole IP65 M10 Inox Pl acngnjggf'ememary
08080670 12-24v DC 200A SPST Through-Hole P65 M10 Inox Fixed key
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08080570 & 08080670 BATTERY DISCONNECT SWITCHES

Dimensions in millimeters
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| ‘ Visit Littelfuse.com for the most up-to-date product information. Littelfuse reserves the right to make product changes, without notice.
P = S Material in this document is as accurate as known at the time of publication.
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Mbl MOf04aA M aKTUBHO Pa3BMBAIOLLAACA KOMMAHWA B 061acTM  MOCTaBOK
3NEKTPOHHbIX KOMMOHEHTOB. Mbl NOCTAaBASEM  3/IEKTPOHHbIE  KOMMOHEHTbI
OTEYEeCTBEHHOIrO U MMMOPTHOIO NMPOWU3BOACTBA HAMPAMYIO OT NPOU3BOAMUTENEN U C
KpYMHEMLWKNX CKNaZ0B MUpa.

Enaro,a,apﬂ coTpygHn4ecTtesy C MMpPOBbIMU NOCTaBWMKaMWN Mbl OCYLLECTBIAEM
KOMMNNEKCHbIE N NN1aHOBblE MNMOCTABKU LumpoqaﬁLuero CNEeKTpa 3/1EKTPOHHbIX
KOMMOHEHTOB.

CobcTtBeHHan 3¢p@eKTUBHAA NOrMCTUKA M CKNag B obecneunBaeT HageKHYHo
MOCTaBKy MNPOAYKLMM B TOYHO YKa3aHHble CPOKM Mo Bcel Poccum.

Mbl ocyuiecTBisem TEXHUYECKYI0 MNOALEPKKY HAWWM  K/IMEHTaMm U
npeanpoaaxkHyto NPOBEPKY KayecTsa NpoayKumu. Ha Bce noctaBnsiemble NpoAyKTbl
Mbl MPEAOCTaBASEM TFAPaAHTUIO .

OcyuwiectBndem nNOCTaBKM NpoOAYKUMM nog, KoHTponem Bl MO PO Ha
npeanpuATUA BOEHHO-NPOMbIWIEHHOTO KoMnaekca Poccuun , a TakKe paboTtaem B
pamkax 275 ®3 c OTKpbITUEM OTAE/bHbIX CHETOB B YNONHOMOYEHHOM BaHKe. Cuctema
MeHeXMeHTa KayecTBa KomnaHum cooTBeTcTByeT TpeboBaHuam FOCT ISO 9001.

MWHUMaNbHbIE  CPOKM  MNOCTAaBKW, TMOKME  UeHbl, HeorpaHWYeHHbIN
aCCOPTUMEHT UM WHAMBMAYANbHbLIN MNOAXOA K KAMEHTaM ABAAIOTCA OCHOBOW ANA
BbICTPAMBaHMA A0FOCPOYHOIO M 3GPEKTUBHOIO COTPYAHMYECTBA C NPEeANPUATUAMM
PaANO3NEKTPOHHOMW NPOMBIWAEHHOCTU, NPEeanPUATUAMM BMNK u HayuHo-
nccnenoBaTeNbCKUMKU MHCTUTYTaMm Poccun.

C Hamu Bbl CTAaHOBMUTECH elle ycnewHee!

[HaLLIM KOHTAKTbI: \

TenedoH: +7 812 627 14 35

dNeKTpPOHHaA nouTa: sales@st-electron.ru

Appec: 198099, CaHkT-MNeTepbypr,
MpomblwneHHasa yn, gom Ne 19, nutepa H,
nometleHune 100-H Oduc 331
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