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SEALED SWITCH MODULE

Position Mounting Termination Backlight Color Legend

1. 1 Position
2. 2 Position
3. 3 Position
4. 4 Position
5.   5 Position 

1. Top Mount
2. Rear Mount (Behind Panel)

2. Flying Leads, 
   UL 1569, 24 AWG
3. FFC, UL 20624
4. Ribbon Cable, 
   UL 2651, & AMP   
  215083 Connector
5. Ribbon Cable, 
   UL 2651, Blunt Cut 

N. None
9.  White

2.  Black  None
A.   Arrows*

TC PART NUMBER CODE
TC     –    X                X                   X                            X                      X                X                    X

Not Used

The TC is a self contained, sealed switch module with up to 5 
positions. It can be utilized in numerous applications that require a 
compact switch module and long life.
At slightly over an inch in diameter, it can be used in a grip, front 
panel, or hand held device, just to name a few applications. It is 
available in either a top mount or rear mount.
The advantage of the TC switch module is that it incorporates 
keypad functionality within a very small footprint. Standard or 
custom legends are available and can be LED backlit.
Standard termination options include flying leads, ribbon cable 
(with or without AMP connector) and FFC (flexible flat cable). 
Tested to three million cycles, the TC switch module has an 
operating temperature range of -40°C to 85°C and it is sealed to 
IP68S.
The TC can be used in panel or grip applications and is especially 
useful in cursor control or data entry applications. Applications 
include construction, agriculture, industrial, material handling and 
medical.

Features: 
• Watertight to IP68S
• Great for grips and panels
• LED backlight option
• 3 million cycle electrical life

TC-3TC-4

TC Standard Characteristics/Ratings:

ELECTRICAL RATINGS:   1-28VDC @ Sea Level

Load:  10-100mA Resistive

Electrical Life:  3,000,000 cycles

Mechanical Life:  3,000,000 cycles 

Seal:  IP68S

Operating Temp Range: -40°C to +85°C

Operating Force:  1.0 +/- .5 lbs.

Pushout Force:  5 lbs. min.

MATERIALS:

Housing:  PBT

Keypad:  Silicone Rubber

Terminal Hardware: None provided

Mounting Hardware: VHB tape

TC-11xxxxx

TC-51xxxxxTC-41xxxxx

TC-31xxxxxTC-21xxxxx

TC Switch Module Keypad Configurations
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SWITCH      
MODULE

TC

* For 5-position switch, Color = White

TC-5 with standard legend 
used in a Contour Grip

TC-5

SELF-CONTAINED, LONG-LIFE, SEALED SWITCH MODULE WITH UP TO 5 POSITIONS
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TC

SELF-CONTAINED, LONG-LIFE, SEALED SWITCH MODULE WITH UP TO 5 POSITIONS
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ORIENTATION
FLAT

.44

1.32

.158

.44

7X .049

.990

DETAIL  -A-

PIN 1

.300 MAX
.380 MAX

1.09

6.00 .13

.100

SHOWN WITH
FLYING LEADS

PIN 1

SHOWN WITH
FFC

SEE DETAIL  -A-

SHOWN WITH RIBBON
CABLE AND CONNECTOR

PIN 1

Standard legend 
configuration

Rear Mount

TC-51xxxxx
Top Mount, 5 Position Module

.44

1.52

.990

.90

1.31

.30

TC-11xxxxx TC-31xxxxxTC-21xxxxx TC-51xxxxxTC-41xxxxx

TC Switch Module Keypad Configurations



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

