
Features
■ Two, three and four-point confi gurations
■ Quick connect design
■ Easy installation
■ Versatile confi gurations

Applications
■ Bourns® Model 1210 and 1250 AC Surge 
 Protective Devices (SPDs)

   1200-BB Series Bus Bar Accessory

 Specifi cations are subject to change without notice.
The device characteristics and parameters in this data sheet can and do vary in different applications and actual device performance may vary over time.

Users should verify actual device performance in their specifi c applications.

The Bourns® Model 1200-BB Series bus bar accessory provides a quick solution for combining the ground connection on two to four 
Model 1210 or 1250 Series SPDs. The bus bar is installed at the bottom of the SPD, providing a bridge that connects the individual 
ground points.  After installation of the bus bar, a single ground wire can then be used to complete the installation, saving wiring time.

Bus Bar Part Number Confi guration Common Grounding 
Point Notes

1200-BB-2P The Model 1200-BB-2P allows for two single-pole 
devices to share one common grounding point.

1200-BB-3P
The Model 1200-BB-3P allows for three single-pole 
devices to share one common grounding point.

1200-BB-4P
The Model 1200-BB-4P allows for four single-pole 
devices to share one common grounding point.

General Information

Asia-Pacifi c: Tel: +886-2 2562-4117 • Fax: +886-2 2562-4116
Europe: Tel: +41-41 768 5555 • Fax: +41-41 768 5510
The Americas: Tel: +1-951 781-5500 • Fax: +1-951 781-5700
www.bourns.com
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 Specifi cations are subject to change without notice.
The device characteristics and parameters in this data sheet can and do vary in different applications and actual device performance may vary over time.

Users should verify actual device performance in their specifi c applications.

   1200-BB Series Bus Bar Accessory

Product Dimensions

DIMENSIONS: MM
 (INCHES)
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

