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INOX-F15C-ULT3 Intel® Core™ i5 and Celeron® ULT Processor

Specifications

● 15’’ fanless panel PC with Intel® Skylake ULT processor
● IP69K high pressure, high temperature protection
● SUS304 stainless steel housing
● Operating temperature : -20°C ~ 50°C
● Flat glass PCAP touch with 6H hardness, resistive touch window
● Accessible HDD Bay
● M12 connections

Features

Model INOX-F15C-ULT3

LCD

LCD Display 15"

Max Resolution 1024(W) x 768(H)

Brightness (cd/m²) 450

Contrast Ratio 800:1

LCD Color 16.2M

Pixel Pitch (mm)  0.297(H) x 0.297(V)

Viewing Angle (H-V) 160º /150º

Backlight MTBF (Hrs) 70000

 Motherboard  

CPU 6th generation Intel® Core™ i5 and Celeron® ULT processor

RAM  
2 x 260-pin 2133/1867 MHz dual-channel 
DDR4 SO-DIMMs (system max. 32 GB)

Ethernet 2 x PCIe GbE by Intel® I210 controller 

Touchscreen Resistive Touch / PCAP Touch

Input Interfaces

I/O Ports

2 x 8-pin M12 connector for RS-232/422/485 
2 x 8-pin M12 X-Code connector for GbE LAN 
2 x 8-pin M12 connector for two USB 2.0 
1 x 5-pin M12 connector for DC jack (9-36V DC)
1 x Power switch with power LED indicator
1 x Pressure relief valve

Expansions
1 x Full-size PCIe Mini card slot (SATA 6Gb/s)

1 x Full-size/half-size (PCIe x1 and USB 2.0 signals)
1 x M.2 B-key slot (2242/2260/2280 with USB 3.1 Gen 1 (5Gb/s), PCIe x2 and SATA signals)

Storage 1 x 2.5” SATA SSD bay / 1 x mSATA / 1 x M.2 B-key (2242/2260/2280)

Physical

ME Construction SUS304 stainless steel housing

Mounting VESA 100mm x 100mm with M8 screw

Dimensions (WxHxD) (mm) 414 x 328.4 x 51.9

Environment

Operating Temperature (with air flow) -20°C ~ 50°C

Storage Temperature -30°C ~ 60°C

IP Level Front: IP69K; Others: IP66

Safety CE / FCC

Power 

Adapter

60 W; 63000-CLG6012IC-RS

60W/12V waterproof power adapter 
VAC:90V~264V; 12V/5A; 60W

Requirement 9-36V DC

Consumption 43W

INOX-F15C-2019-V10
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I/O Interface

INOX-F15C Dimensions (Unit: mm)

Options
Item P/N

Arm ARM-31-RS

Stand
STAND-A19-RS
STAND-C19-R10
STAND-A21-R10

Optional Cables and Adapter
Item P/N

USB Cable CB-M12USB02-R20

RJ-45 LAN Cable CB-M12RJ45X-R10

DB-9 COM Port Cable CB-M12COM-R20

Water-proof Power Adapter 63040-030080-000-RS

Ordering Information
Part No. Description

INOX-F15C-ULT3-C/R/4G-R10
15” 450cd/m² XGA fanless stainless panel PC with Intel® 14nm 6th generation mobile Celeron® 3955U (15W) on-board processor (ULT), one 4GB DDR4 
RAM, resistive touch, R10

INOX-F15C-ULT3-C/PC/4G-R10
15” 450cd/m² XGA fanless stainless panel PC with Intel® 14nm 6th generation mobile Celeron® 3955U (15W) on-board processor (ULT), one 4GB DDR4 
RAM, PCAP touch, R10

INOX-F15C-ULT3-i5/R/4G-R10
15” 450cd/m² XGA fanless stainless panel PC with Intel® 14nm 6th generation mobile Core™ i5-6300U (15W) on-board processor (ULT), one 4GB DDR4 
RAM, resistive touch, R10

INOX-F15C-ULT3-i5/PC/4G-R10
15” 450cd/m² XGA fanless stainless panel PC with Intel® 14nm 6th generation mobile Core™ i5-6300U (15W) on-board processor (ULT), one 4GB DDR4 
RAM, PCAP touch, R10

Packing List
Item P/N

Power Cable 32000-127500-RS

USB Cable CB-M12USB02-R20

DC in 
9V~36V

COM 1Power switch with power LED indicator LAN 1

LAN 2

USB 2.0 Pressure relief valve

2.5” SATA SSD bay

USB 2.0COM 2
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

