
9155 MOBO®

3.0mm Pitch Right Angle 
Battery Connectors
GENERAL DESCRIPTION
A further addition to the battery connector range offered by
AVX is a 90 degree version. On a 3mm pitch, offered in 2 to
5 contact positions and rated as with all of the battery range
at 3 amps. The connector’s design is small and compact to
minimize its profile yet stable while having a contact point
4.61mm above the PCB.
The stability comes from the addition of extra SMT anchor
brackets that are in between the SMT contact pads and both
at the front of the connector and within the row of the con-
tact SMT pads.
As with the other 9155 series of battery connectors offered
by AVX the 90 degree version is rated at 3 amps and 5000
mating cycles, RoHS compliant and using high temperature
plastic enables the connectors to be processed at up to
260ºC.

APPLICATIONS
• Mobile phones
• Digital music players
• Hand held terminals
• Data terminals or any other small portable device

HOW TO ORDER
00

Prefix

9155

Series

002

No. of Ways

301

Right Angle 
Battery ConnectorCode No. of Ways 

002 2
003 3
004 4
005 5

Code Description 
301 Right Angle 3.00mm 

Battery Connector

XXX

Plating Option
Code Description 
006 0.4µm Selective Gold, Pure Tin Tail
008 0.8µm Selective Gold, Pure Tin Tail

FEATURES AND BENEFITS
• Simple designed spring contact
• End to end stackable for larger pin counts
• Additional contact anchor brackets to added 

stability on the PCB
• Robust to shock and vibration
• Selectively plated contact area
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1.19 - 1.49
 (0.047 - 0.059)

1.00
(0.039) 3.23

(0.127)

0 90 (0 035)

4.64
 (0.183)

6.00
 (0.236)

1.25 (0.049)
TAIL WIDTH

0.90 (0.035)
NOSE WIDTH

ANCHOR
BRACKET

5.90
(0.232)

3.00
(0.118)

0.05-0.23
(0.002-0.009)

CONTACT AND
BRACKET TAILS TO
BE WITHIN 0.10
COPLANARITY RANGE

2 Way Right Angle Battery Connector

1.19 - 1.49
 (0.047 - 0.059)

1.00
(0.039) 3.23

(0.127)

4.64
 (0.183)

6.00
 (0.236)

1.25 (0.049)
TAIL WIDTH

0.90 (0.035)
NOSE WIDTH

ANCHOR
BRACKET

8.90
(0.350)

2 PITCHES @
3.00 (0.118) = 6.00 (0.236)

0.05-0.23
(0.002-0.009)

CONTACT AND
BRACKET TAILS TO
BE WITHIN 0.10
COPLANARITY RANGE

3 Way Right Angle Battery Connector

1.19 - 1.49
 (0.047 - 0.059)

1.00
(0.039)

3.23
(0.127)

6.00
 (0.236) 4.64

 (0.183)

1.25 (0.049)
TAIL WIDTH

0.90 (0.035)
NOSE WIDTH

ANCHOR
BRACKET

11.90
(0.469)

3 PITCHES @
3.00 (0.118) = 9.00 (0.354)

0.05-0.23
(0.002-0.009)

CONTACT AND
BRACKET TAILS TO
BE WITHIN 0.10
COPLANARITY RANGE

4 Way Right Angle Battery Connector

1.19 - 1.49
 (0.047 - 0.059)

1.00
(0.039)

3.23
(0.127)

6.00
 (0.236) 4.64

 (0.183)

1.25 (0.049)
TAIL WIDTH

0.90 (0.035)
NOSE WIDTH

ANCHOR
BRACKET

14.90 (0.587)

4 PITCHES @
3.00 (0.118) = 12.00 (0.472)

CONTACT AND
BRACKET TAILS TO
BE WITHIN 0.10
COPLANARITY RANGE

0.05-0.23
(0.002-0.009)

5 Way Right Angle Battery Connector

mm (inches)mm (inches)

mm (inches)mm (inches)
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3 Way Right Angle Battery Connector
PCB Layout

2 Way Right Angle Battery Connector
PCB Layout

PURE TIN PAD
1.25 x 1.35
(0.049 x 0.053)
1 POSITION

PURE TIN PAD
0.90 x 1.00
(0.035 x 0.039)
1 POSITION

PURE TIN PADS
1.50 x 1.00
(0.059 x 0.039)
2 POSITIONS

3.46
(0.136)

0.50 (0.020)

3.00 (0.118)

3.00 (0.118)
PURE TIN PAD
1.25 x 1.35
(0.049 x 0.053)
2 POSITIONS

PURE TIN PAD
0.90 x 1.00
(0.035 x 0.039)
2 POSITIONS

PURE TIN PADS
1.50 x 1.00
(0.059 x 0.039)
3 POSITIONS

3.46
(0.136)

1.50 (0.059)

2 PITCHES @
3.00 (0.118) = 6.00 (0.236)

5 Way Right Angle Battery Connector
PCB Layout

4 Way Right Angle Battery Connector
PCB Layout

4 PITCHES @
3.00 (0.118) = 9.00 (0.354)

PURE TIN PAD
1.25 x 1.35
(0.049 x 0.053)
3 POSITIONS

PURE TIN PAD
0.90 x 1.00
(0.035 x 0.039)
3 POSITIONS

PURE TIN PADS
1.50 x 1.00
(0.059 x 0.039)
4 POSITIONS

3.46
(0.136)

1.50 (0.059)

2 PITCHES @
3.00 (0.118) = 6.00 (0.236)

4 PITCHES @
3.00 (0.118) = 12.00 (0.472)

PURE TIN PAD
1.25 x 1.35
(0.049 x 0.053)
4 POSITIONS

PURE TIN PAD
0.90 x 1.00
(0.035 x 0.039)
4 POSITIONS

PURE TIN PADS
1.50 x 1.00
(0.059 x 0.039)
5 POSITIONS

3.46 (0.136)

1.50 (0.059)

3 PITCHES @
3.00 (0.118) 

= 9.00 (0.354)

mm (inches)

mm (inches)

mm (inches)

mm (inches)
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

