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QSE156, QSE157, QSE158, QSE159

QSE156C, QSE157C, QSE158C, QSE159C

Plastic Silicon OPTOLOGIC

 

®

 

 Photosensor

 

Features

 

■

 

Bipolar silicon IC

 

■

 

Package type: Sidelooker

 

■

 

Medium wide reception angle, 50°

 

■

 

Package material and color: black epoxy

 

■

 

Also available in clear package: “C” suffix

 

■

 

Matched emitter: QEE113/QEE123

 

■

 

Daylight filter

 

■

 

High sensitivity

 

■

 

Direct TTL/LSTTL interface

 

Description

 

The QSE15X family are OPTOLOGIC® ICs which
feature a Schmitt trigger at output which provides hyster-
esis for noise immunity and pulse shaping. The basic
building block of this IC consists of a photodiode, a linear
amplifier, voltage regulator, Schmitt trigger and four out-
put options. The TTL/LSTTL compatible output can drive
up to ten TTL loads over supply currents from 4.5 to 16.0
Volts. The devices are marked with a color stripe for
easy identification.

 

Package Dimensions

4.39
4.49

2.49
2.59

2.49
2.59

0.63
0.89

0.32
NOM

0.51 SQ. NOM

GND VccVout

2.17
2.27

5.03
5.13

2.54
3.56

3.76
3.86

12.7
MIN

ø2.41

ø1.65

1.9 NOM 2X

Note:

1. Dimensions for all drawings are in millimeters.

Part Number Definitions Color Code
QSE156/C Totem-Pole, buffer output Red

QSE157/C Totem-Pole, inverter output Yellow

QSE158/C Open-collector, buffer output Green

QSE159/C Open-collector, inverter output Blue

Input/Output Table

Part Number Light Output
QSE156/C On HIGH

Off LOW

QSE157/C On LOW

Off HIGH

QSE158/C On HIGH

Off LOW

QSE159/C On LOW

Off HIGH
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Block Diagrams

Absolute Maximum Ratings

 

 

 

(T

 

A

 

 = 25°C unless otherwise specified)
Stresses exceeding the absolute maximum ratings may damage the device. The device may not function or be 
operable above the recommended operating conditions and stressing the parts to these levels is not recommended. 
In addition, extended exposure to stresses above the recommended operating conditions may affect device reliability.
The absolute maximum ratings are stress ratings only.

 

Notes:

 

1. Derate power dissipation linearly 2.50mW/°C above 25°C.

2. RMA flux is recommended.

3. Methanol or isopropyl alcohols are recommended as cleaning agents.

4. Soldering iron tip 1/16" (1.6mm) minimum from housing.

 

Symbol Parameter Rating Unit

 

T

 

OPR

 

Operating Temperature -40 to +85 °C

T

 

STG

 

Storage Temperature -40 to +100 °C

T

 

SOL-I

 

Soldering Temperature (Iron)

 

(2,3,4)

 

240 for 5 sec °C

T

 

SOL-F

 

Soldering Temperature (Flow)

 

(2,3)

 

260 for 10 sec °C

I

 

O

 

Output Current 50 mA

V

 

CC

 

Supply Voltage 4.0 to 16 V

V

 

O

 

Output Voltage 35 V

P

 

D

 

Power Dissipation

 

(1)

 

100 mW

GND

REGULATOR
VOLTAGE VCC

VOUT
LA LA

REGULATOR
VOLTAGE

GND 

VOUT

VCC

LA

REGULATOR
VOLTAGE

GND  

VOUT

VCC  

REGULATOR
VOLTAGE

LA

VCC

VOUT

GND  

QSE156
Totem-Pole Output Buffer

QSE157
Totem-Pole Output Inverter

QSE158
Open-Collector Output Buffer

QSE159
Open-Collector Output Inverter
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Electrical Characteristics

 

 (T

 

A

 

 = -40°C to +85°C, V

 

CC

 

 = 4.5V to 16V)

 

Note:

 

5.

 

λ

 

 = 880nm (AlGaAs).

 

Symbol Parameter Test Conditions Min. Typ. Max. Units

 

Ee(+) Positive Going Threshold 
Irradiance

 

(5)

 

T

 

A

 

 = 25°C 0.025 0.250 mW/cm

 

2

 

Ee(+)/Ee(-) Hysteresis Ratio 1.10 2.00

I

 

CC

 

Supply Current

 

(5)

 

Ee = 0 or 0.3mW/cm

 

2

 

5.0 mA

Peak to Peak Ripple which 
will Cause False Triggering

f = DC to 50MHz 2.00 V

 

QSE156/C (Buffer Totem Pole)

 

V

 

OH

 

High Level Output Voltage

 

(5)

 

Ee = 0.3mW/cm

 

2

 

, I

 

OH

 

 = -10mA V

 

CC 

 

– 2.1 V

V

 

OL

 

Low Level Output Voltage Ee = 0, I

 

OL

 

 = 16mA 0.40 V

 

QSE157/C (Inverter Totem Pole)

 

V

 

OH

 

High Level Output Voltage Ee = 0, I

 

OH

 

 = -10mA V

 

CC 

 

– 2.1 V

V

 

OL

 

Low Level Output Voltage

 

(5)

 

Ee = 0.3mW/cm

 

2

 

, I

 

OL

 

 = 16mA 0.40 V

 

QSE158/C (Buffer Open Collector)

 

I

 

OH

 

High Level Output Current

 

(5)

 

Ee = 0.3mW/cm

 

2

 

, V

 

OH

 

 = 30V 100 µA

V

 

OL

 

Low Level Output Voltage Ee = 0, I

 

OL

 

 = 16mA 0.40 V

 

QSE159/C (Inverter Open Collector)

 

I

 

OH

 

High Level Output Current Ee = 0, V

 

OH

 

 = 30V 100 µA

V

 

OL

 

Low Level Output Voltage

 

(5)

 

Ee = 0.3mW/cm

 

2

 

, I

 

OL

 

 = 16mA 0.40 V

 

QSE156/C, QSE157/C

 

t

 

R

 

, t

 

F

 

Output Rise, Fall Times Ee = 0 or 0.3mW/cm

 

2

 

,
 f = 10kHz, DC = 50%, 
R

 

L

 

 = 360

 

Ω

 

(5)

 

70 nS

t

 

PHL

 

, t

 

PLH

 

Propagation Delay 6.0 µS

 

QSE158/C, QSE159/C

 

t

 

R

 

, t

 

F

 

Output Rise, Fall Times Ee = 0 or 0.3mW/cm

 

2

 

,
 f = 10kHz, DC = 50%, 
R

 

L

 

 = 360

 

Ω

 

(5)

 

100 nS

t

 

PHL

 

, t

 

PLH

 

Propagation Delay 6.0 µS
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Typical Performance Curves

 

 (Sensor Coupled to QEE113 Emitter)

Fig. 4  Normalized Threshold Current vs. Supply Voltage

VCC - Supply Voltage (V)
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Fig. 1  Output Voltage vs. Input Current (Inverters)

IF - Input Current (mA) IF - Input Current (mA)
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RL = 270Ω  
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Fig. 3  Threshold Current vs. Distance

d - Distance (mm)
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Fig. 2  Output Voltage vs. Input Current (Buffers)
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Pulsed 100Hz
PW = 100μs
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Typical Performance Curves

 

 (Sensor Coupled to QEE113 Emitter) (Continued)

 Fig. 6  Low Output Voltage vs. Output Current

IO - Output Current (mA)
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Fig. 7  Response Time vs. Forward Current

IF - Forward Current (mA)
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Fig. 5  Normalized Threshold Current 
vs. Ambient Temperature

TA - Ambient Temperature (˚C)
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C2

R2

R1

1C

.1 uf
bypass

5V

GND

Pulse
Generator
V   = 5V
f = 10 KHz
d.c. = 50%

O

1R  = 360Ω 
 R  = 180Ω2

1C  = 15 pf
C  = 20 pf2 stray wire capacitance

C  and C  include probe and1 2

Fig. 8  Switching Speed Test Circuit

PLH

r

t PHLt

50%

90% 10%

OHV

OLV 10% 90%

50%
Output
VO

t ft

0 mA

OH

PHL

0 mA

t

V

PLH

50%

t

10% 90%

90% 10%

rtft

Output
OV

OLV

Fig. 9  Switching Times Definition for Buffers Fig. 10  Switching Times Definition for Inverters
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

