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PH300S-48-3.3

PH300S-48-5

PH300S-48-12

PH300S-48-15

PH300S-48-24

PH300S-48-28

PH300S-48-48

PH300S-280-3.3

PH300S-280-5

PH300S-280-12

PH300S-280-15

PH300S-280-24

PH300S-280-28

PH300S-280-48

PH600S-280-3.3

PH600S-280-5

PH600S-280-12

PH600S-280-15

PH600S-280-24

PH600S-280-28

PH600S-280-48

PH300S48
(input 48VDC)

PH300S280
(input 280VDC)

PH600S280
(input 280VDC)
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Model name Output voltage Output current Output power UL CSA EN

1. Input voltage range

2. Output voltage
range

3. Line regulation
4. Load regulation
5. Cooling
6. Operating ambient

temperature
7. Withstand voltage

8. Safety standard
9. Functions

PH300S48(300W type): DC36 ~ 76V
PH300S280(300W type)/PH600S280(600W type): DC200 ~ 400V
510% (12V ~ 28V types), –10 ~ +20% (3.3V, 5V and 48V types)
(by TRM terminal and external resistor)
Output voltage range is different according to input voltage.
0.4%, within nominal input voltage range at constant load (3.3V output: 20mV)
0.8%, no load to full load at constant input voltage (3.3V output: 40mV)
Conduction cooling (Heatsink & airflow has to be chosen according to instruction manual)
Baseplate temperature: –20 ~ +100°C (Output derating is different according to condition)
Ambient temperature: above –20°C
DC48V input/input to output: 1.5kVAC, Input to baseplate: 1.5kVAC for 1 min.
DC280V input/input to output: 3.0kVAC, Input to baseplate: 2.5kVAC for 1 min.
Approved by UL1950        , CSA950(C-UL)          and EN60950     (BSI)
Over voltage protection (Can be reset by external signal), Over current protection, Thermal protection
Remote sensing, Remote on/off control, Inverter good signal (IOG terminal)
CS terminal (Load current balancing is possible with external control circuit under parallel operation)

PH300S/PH600S-SERIES Single output 300W ~ 600W

m Model name

PH 600 S 280-5

m Features
v marking (Low Voltage Directive)
v Compact DC-DC power module

Large power 300W/600W
High power density: 61.6W/inch3 (600W type)
600W type: 146 2 86 2 12.7mm
300W type: 83 2 86 2 12.7mm

v Wide baseplate temperature: –20 ~ +100°C
Conduction cooling

v Wide input voltage range
DC48V input: DC36 ~ 76V, DC280V input: DC200 ~ 400V

v 2 year warranty

Name of series

Output power

Nominal output voltage

m Specifications

(Low Voltage Directive) Multigrades : 2 year warranty

m Product lineup

V : Safety standard approvedv Request customer specification for further details of specifications, outline, characteristics, etc.
Read the instruction manual before usage. 

v Contact us about delivery before ordering.

DC-DC power module 

Nominal input
voltage

Function
S: Simple function

vRecommended Heatsink P212
GO!!
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PH300S/PH600S-SERIES
m PH300S

(Unit: mm)

m PH600S

Note 1: “Model name, Input voltage range, Nominal output voltage, Maximum
output current and country of manufacture are shown here. 

Note 2: Input & output terminal....................6-ø2
6-ø8

Note 1: “Model name, Input voltage range, Nominal output voltage, Maximum
output current and country of manufacture are shown here. 

(Unit: mm)



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

