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FD TYPE CONNECTOR FOR RIBBON CABLE 
(1.27-millimeter pitch for standard ribbon cable)

The FD Series connectors are designed for ribbon
cable IDC termination. Connecting wires are grouped,
so the FD Series are useful for labor-saving in connec-
tion work and enhancing wiring reliability.
Being compatible with 1.27-mm (standard) ribbon

cables, the FD Series are general-purpose, high-per-
formance connectors that are capable of being inter-
acing with connectors for other types of ribbon cables.
9, 15, 25 and 37-contact models available.

General

Most suitable for modems in communications equip-
ment such as computers, peripherals and terminals,

control equipment, and measuring instruments, and ex-
port equipment.

Application

(1)  Compact and sturdy due to metal shell.
(2)  Can be mounted on the front or back of a panel or

chasis as necessary.
(3)  Fixes the cable securely by fixing the ribbon cable

clamp with a metal plate in the connector.

(4) Can be easily connected to a standard ribbon
cable, having a cable IDC pitch of 1.27mm (stan-
dard).

(5)  Easy to connect cables by following the same IDC
termination and connecting procedures as those
for our other ribbon cable connectors.

Features

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.
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Electrical and Environmental

Ordering Informations

F D    B   － 25    P    F （05）

(1) (2) (3) (4) (5) (6) 

(1) Series Name FD: Insulation displacement termination
(2)  Shell Size E.A.B.C.
(3)  No. of Pin 9, 15, 25, 37
(4)  Type of contacts

P: Male contact
S: Female contact

(5)  Shell dimpled (male connector only)
(6)  Specification contents (05) : Nickel-plated shell

FDB-25P（05）

HRS No No.of pin Part No. A B C D E F G H I J RoHS

CL211-0143-8-05

CL211-0145-3-05

CL211-0135-0-05

CL211-0147-9-05

9

15

25

37

FDE-9P（05）

FDA-15P（05）

FDB-25P（05）

FDC-37P（05）

30.81

39.14

53.04

69.32

16.9 24.99 17.6 19 19.28 5.99 1.2 24.39 2.7

27.2 27.55 5.99 1.2 24.39 2.7

41.4 41.28 5.87 1.3 24.37 3.2

57.9 57.71 5.87 1.4 24.47 3.2

YES
25.24 33.32 25.8

39.01 47.04 39.6

55.47 63.5 56.14

Unit: mm

D Subminiature IDC Male

Electrical and Environmental Characteristics

Current rating 1A

Voltage rating 200V AC

Insulation
resistance

1,000MΩmin.
at 500V DC

Contact
resistance

25mΩmax.
at 100mA DC

Withstand
voltage

650Vr.m.s. AC
for 1 minute

Material and Finish

Shell Steel Nickel plating

Black

Nickel-plating + Gold plating

PBT（GE Valox）

Copper alloy

Insulator

Contacts

Cable specifications

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.
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FDB-25PF（05）

HRS No No.of pin Part No. A B C D E F G H I J RoHS

CL211-0721-2-05

CL211-0722-5-05

CL211-0723-8-05

CL211-0724-0-05

9

15

25

37

FDE-9PF（05）

FDA-15PF（05）

FDB-25PF（05）

FDC-37PF（05）

30.81

39.14

53.04

69.32

16.9 24.99 17.6 19 19.28 5.99 1.2 24.39 2.7

27.2 27.55 5.99 1.2 24.39 2.7

41.4 41.28 5.87 1.3 24.37 3.2

57.9 57.71 5.87 1.4 24.47 3.2

YES
25.24 33.32 25.8

39.01 47.04 39.6

55.47 63.5 56.14

Unit: mm

D Subminiature IDC, Male with Grounding Dimples

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.
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FDB-25S（05）

HRS No No.of pin Part No. A B C D E F G H I J RoHS

CL211-0144-0-05

CL211-0146-6-05

CL211-0136-2-05

CL211-0148-1-05

9

15

25

37

FDE-9S（05）

FDA-15S（05）

FDB-25S（05）

FDC-37S（05）

30.81

39.14

53.04

69.32

16.4 24.99 17.6 19 19.28 6.17 1.2 24.37 2.7

27.2 27.55 6.17 1.2 24.37 2.7

41.4 41.28 6.17 1.2 24.37 3.2

57.9 57.71 6.17 1.2 24.37 3.2

YES
24.59 33.32 25.8

38.3 47.04 39.6

54.76 63.5 56.14

Unit: mm

D Subminiature IDC, Male with Grounding Dimples

Shell size A1 B1

E 24.99 22

A

B

C

33.32

47.04

63.5

30.3

44

60.5

Unit: mm

Shell size A2 B2

E 24.99 20.2

A

B

C

33.32

47.04

63.5

28.6

42.5

59.2

Unit: mm

ssConnector mounted on the face of the panel (front mounting)

ssConnector mounded on the back of the panel (rear mounting)

Connector Mounting Method and Mounting Dimensions

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.

04/2009

Ju
n.

1.
20

16
  C

op
yr

ig
ht

 2
01

6 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.



71

ssConnecting Type

B Type

C Type

D Type

A Type

Male Connector Female Connector

Pin No.Pin No.

Cable markCable mark

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.
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Tools

Hi-Flex Connecting Press

HRS No Part No. Height Width Depth Weight

550-0082-2 Hi-Flex connecting press 440mm 160mm 350mm 13kg

HRS No Part No.

902-0008-9

902-0011-3

902-0005-0

902-0014-1

FDE-GP

FDA-GP

FDB-GP

FDC-GP

Guide Plate

Pressure Blook (For Plug)

HRS No Part No.

902-0006-3

902-0009-1

902-0003-5

902-0012-6

FDE-P pressure block

FDA-P pressure block

FDB-P pressure block

FDC-P pressure block

Pressure Blook (For Socket)

HRS No Part No.

902-0007-6

902-0010-0

902-0004-8

902-0013-9

FDE-S pressure block

FDA-S pressure block

FDB-S pressure block

FDC-S pressure block

The product  information in this catalog is for reference only. Please request the  Engineering Drawing for the most current and accurate design  information. 
All non-RoHS products  have been discontinued, or will be discontinued soon. Please check the  products status on the Hirose website RoHS search at www.hirose-connectors.com, or contact your  Hirose sales representative.
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

