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Timers

Mono-function, plug-in,  delay
on release, miniature time re-
lays up to 60 s covering 2
individual time ranges. These
economical timers are often

used to switch on an exhaust
fan and keep it running for a
certain period of time after
disconnection of power sup-
ply. 

Plug Output Time ranges Supply: 24 VAC Supply: 120 VAC Supply: 220 VAC Supply: 24 VDC

Circular SPDT 0.15 - 6 s B 128 024 006 B 128 120 006 B 128 220 006 B 128 724 006
8 pins 1.5 - 60 s B 128 024 060 B 128 120 060 B 128 220 060 B 128 724 060

Circular SPDT 0.15 - 6 s B 121 024 006 B 121 120 006 B 121 220 006 B 121 724 006
11 pins 1.5 - 60 s B 121 024 060 B 121 120 060 B 121 220 060 B 121 724 060

Time ranges 0.15 - 6 s
1.5 - 60 s

Time range accuracy 0 to +20% on max.
min. actual time ≤ min. 
set time

Repeatability deviation ≤ 1%
Time variation

Within rated power supply ≤ 0.05%/V
and ambient temperature ≤ 0.2%/°C

Reset Power supply interruption
Time and/or relay ≥ 500 ms

Output SPDT relay
Basic electrical insulation 250 VAC (rms) 

(contact/electronics)
Contact ratings (AgCdO) µ (micro gap)

Resistive loads AC 1 10 A/250VAC (2500 VA)
DC 1 1 A/250 VDC (250 W)

or 10 A/25 VDC (250 W)
Small inductive loads AC 15 2.5 A/230 VAC

DC 13 5 A/24 VDC
Mechanical life ≥ 30 x 106 operations
Electrical life AC 1 ≥ 2.5 x 105 operations

(at max. load)
Operating frequency ≤ 7200 operations/h
Insulation voltages

Rated insulation voltage ≥ 2.0 kVAC (rms) (cont./elec.)
Rated transient protection volt. 4 kV (1.2/50 µs) (cont./elec.)

(IEC 60664)

Function
Output
Type 
Power supply
Time range

• Time ranges: 0.15 s to 60 s
• Automatic start after drop out of power supply
• Knob-adjustable time within range
• Repeatability deviation: ≤ 1%
• Output: 10 A SPDT relay
• Plug-in type module
• Scantimer housing
• LED-indication for supply on
• AC or DC power supply

Delay on Release
Types B 128, B 121

Ordering KeyProduct Description

Type Selection

Time Specifications Output Specifications

B 128 220 006



2 Specifications are subject to change without notice (25.10.99)

Power ON time ≥ 200 ms
Indication for

Power supply ON LED, red
Environment

Degree of protection IP 20 B
Pollution degree 2 (IEC 60664)
Operating temperature -20° to +50°C (-4° to +122°F)
Storage temperature -50° to +85°C (-58° to +185°F)

Weight 85 g
Approval UL, CSA

B 128, B 121

Power supply AC types Installation cat. III (IEC 60664)
Rated operational voltage
Through pins 2 & 10 220 220 VAC ±15%, 
or pins 2 & 7 45 to 65 Hz

120 120 VAC ±15%, 
45 to 65 Hz

024 24 VAC ±15%, 
45 to 65 Hz

Dropout tolerance ≥ 10 ms
Rated insulation voltage None
Rated transient protection volt. 4 kV (1.2/50 µs) @ 220 VAC

2.5 kV (1.2/50 µs) @ 120 VAC
800 V (1.2/50 µs) @ 24 VAC
(line/neutral)

Power supply DC type Installation cat. III (IEC 60664)
Rated operational voltage 724 24 VDC + 15/- 20% (pin 2 pos.)
Rated insulation voltage None
Rated transient protection volt. 800 V (1.2/50 µs) 

Consumption AC supply 60 mA @ 50 Hz/70 mA @ 60 Hz
DC supply 1 W

Power supply
B 128

Power supply
B 121

SPDT
8 pin

Knob-adjustable on scale in
seconds.

Power supply

Relay on

The relay operates immedi-
ately after power supply is
applied.

When power supply is inter-
rupted, the time period starts
and at the end of the set time
the relay releases.

If power supply is reapplied
before the relay releases, the
time is reset and the relay
remains on.

B 121/B 128 monitor that
power supply is applied. If
power supply is interrupted,
the relay starts e.g. an alarm
(battery driven) after the time
period has expired.

Please note
B 128 and B 121 should not
be operated by pulses shorter
than 500 ms.

Sockets◊ S 408, S 411
Hold down spring◊ HF
Mounting rack SM 13
Socket cover BB 4
Potentiometer lock PL 1

For further information refer "Accessories".
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Mode of Operation

Time Setting

Operation Diagram

Wiring Diagrams

Accessories

SPDT
11 pin



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

