
Part No.

FRH-12

FRHL-20

FRC-12CP

Part No.

SSH-33.5-12

SSH-33.5-20  

SSH-40-12

SSH-45-12

Max.

Cable Width (mm)

26

26

34

39

A

33.5

33.5

40.0

45.0

B

1.2

1.2

1.2

1.2

C

6.6

6.6

6.6

6.6

D

12

20

12

12

E

27

27

35

40

25MHz

33

52

27

25

100MHz

63

92

61

60

Unit: mm Impedance (Ω)

Mounting Parts for SSH type cores + SSC type cores

Features
- Employ high-performance ferrites

(Nickel-Zinc) effective against high
frequency noise.

- Special mounting options include
adhesive tape, or screw type through
holes available.

- Designed to help reduce cost and time
to market saving.  

- Can be installed in its intended loca-
tion before or after product assembly    
simply with Mounting part.

Applications
-  Superior suppression of radiation

emissions for full compliance with
FCC, VDE and VCCI on Interface/
data line ribbon cables of computers,
peripheral/terminal equipment.

Part No.: FRC-12CP
Material: PA66 UL94V-0

Part No.: FRHL-20
Material: PA66 UL94V-2

Part No.: FRH-12 
Material: PA66 UL94V-0

Mounting part for screw  (D > 12mm)

Mounting part for screw  (D > 20mm)

Mounting part

F L A T CAB L E F E R R I T E S

F I L T E R I N G
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Features
- Employ high-performance ferrites

(Nickel-Zinc) effective against high
frequency noise.

- Designed to help reduce cost and time
to market saving.  

- Can be installed in its intended loca-
tion before or after product assembly. 

Application
-  Superior suppression of radiation

emissions for full compliance with
FCC, VDE and VCCI on Interface/
data line ribbon cables of computers,
peripheral/terminal equipment.

No Mounting Parts available for all size

Part No.

FPH-10-6-5

Max.

Cable Width (mm)

6.5

A

10

B

1.8

C

5.0

D

6.0

E

6.8

100MHz

20

Unit: mm Impedance (Ω)

Part No.

FPO-23-8-3

FPO-25-12-3

FPO-31-12-3

FPI-20-12-1,2

Max.

Cable Width (mm)

18.5

20.5

26.6

-

A

23.0

25.0

31.0

-

B

19.0

21.0

27.0

-

C

8.0

12.0

12.0

-

D

2.8

2.8

2.8

-

E

18.5

20.5

26.5

20.5

F

8.0

12.0

12.0

12.0

25MHz

18

25

24

-

100MHz

42

56

55

-

Unit: mm Impedance (Ω)

Features
- Employ high-performance ferrites

(Nickel-Zinc) effective against high
frequency noise.

- Designed to help reduce cost and time
to market saving.  

- Can be installed in its intended loca-
tion before or after product assembly. 

Application
- Superior suppression of radiation 

emissions for full compliance with    
FCC, VDE and VCCI on Interface data 
line ribbon cables of computers peri-  
pheral/terminal equipment. 

2,0

B

C F

E

D 1,1 1,2

A

No Mounting Parts available for all size

F L A T CAB L E F E R R I T E S



Features
- Employ high-performance ferrites

(Nickel-Zinc) effective against high
frequency noise.

- Designed to help reduce cost and time
to market saving.  

- Can be installed in its intended locati
on before product assembly.

Applications
-  Superior suppression of radiation

emissions for full compliance with
FCC, VDE and VCCI on Interface/ data
line Ribbon/FPC cables of computers,
peripheral/terminal equipment.

F L A T CAB L E F E R R I T E S
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Mounting Parts Page 10 + 16

B C

D
C

D

B

Part No.

SSC-21-6.8-8B

SSC-21-6.8-15B

SSC-23.3-3-7

SSC-23.8-6.3-7

SSC-23.8-6.3-12.5

SSC-23.8-6.3-15

SSC-28.5-6.5-8

SSC-28-7.7-14.6

SSC-33.5-8

SSC-33.5-10

SSC-33.5-12

SSC-33.5-10-2

SSC-33.5-20 

SSC-38.5-4-12

SSC-38.5-12-25.4

SSC-40-10

SSC-40-12

SSC-45-8

SSC-45-12

SSC-50-12

SSC-58-12

SSC-60-12

Max. Cable

Width (mm)

14

14

19

18

18

18

22

22

26

26

26

26

26

34

26

34

34

39

39

43

51

54

B

1.3+0.4/-0.1

1.3+0.4/-0.1

0.9±0.2

1.3±0.25

1.1±0.4

1.1±0.4

0.85±0.3

1.4±0.2

1.4±0.4

1.4±0.4

1.4±0.4

2.2±0.3

1.4±0.4

0.8±0.3

1.9±0.38

1.4±0.4

1.4±0.4

1.4±0.4

1.4±0.4

1.4±0.4

1.4±0.4

1.4±0.4

C

6.8±0.3

6.8±0.3

3.1±0.3

6.3±0.3

6.3±0.4

6.3±0.4

6.5±0.5

7.7±0.3

6.5±0.5

6.5±0.5

6.5±0.5

7.4±0.4

6.5±0.5

4.0±0.2

12.06±0.38

6.5±0.5

6.5±0.5

6.5±0.5

6.5±0.5

6.5±0.5

6.5±0.5

6.5±0.5

D

8.0±0.3

15.0±0.4

7.0±0.3

7.0±0.3

12.5±0.4

15.0±0.4

8.0±0.4

14.6±0.4

8.0±0.4

10.0±0.4

12.0±0.5

10.0±0.5

20.0±0.6

12.0±0.5

25.4±0.76

10.0±0.45

12.0±0.5

8.0±0.3

12.0±0.5

12.0±0.5

12.0±0.5

12.0±0.5

E

15.0±0.5

15.0±0.5

20.0±0.5

18.4±0.5

18.7±0.8

18.7±0.8

23.5±0.5

23.0±0.5

27.0±0.5

27.0±0.5

27.0±0.5

27.0+0.9/-0.6

27.15±0.75

35.0±0.7

26.77±0.76

35.0±0.7

35.0±0.7

40.0±0.8

40.0±0.8

44.0±0.8

52.0±0.8

55.2±1.0

25MHz

32

60

17

27

29

46

28

55

21

26

31

27

58

25

86

23

27

19

26

25

25

35

100MHz

44

75

45

58

83

88

65

115

44

51

58

50

149

68

166

54

60

46

61

64

63

92

Unit: mm Impedance (Ω)

A

21.0±0.5

21.0±0.5

23.3±0.7

23.8±0.7

23.8±0.8

23.8±0.8

28.5±0.7

28.0±0.8

33.5±1.0

33.5±1.0

33.5±1.0

33.5±0.9

33.5±0.9

38.5±1.0

38.53±0.58

40.0±1.0

40.0±1.0

45.2±1.0

45.2±1.0

49.6±1.0

57.6±1.20

60.6±1.1

Fig.1

12

Fig.

2

2

2

1

1

1

1

3

1

1

1

1

1

2

2

1

1

1

1

1

1

1
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Features
Ultra thin ferrite core for FPC ideal for
space-saving devices

- Reducedd thickness allows an effecti-
ve use in a limited space

- Despite the low profile, high perfor-
mance is achieved by close contact to
FPC cable

1000

1000

100

10010

10

1

1

Frenqueny (MHz)

Im
p

ed
an

ce
 (

Ω
)

Part No.

FPC-11-3-2

FPC-11-8-2

FPC-18-3-2

FPC-18-8-2

FPC-22-8-2

A

11.0

11.0

18.0

18.0

21.5

B

0.7, +0.2-0.3

0.7, +0.2-0.3

0.7, +0.2-0.3

0.7, +0.2-0.3

0.7, +0.2-0.25

C

2.3

D

3

8

3

8

8

E

9±0.3

9±0.3

14.5±0.4

14.5±0.4

18±0.5

10

20

10

15

20

Unit: mm

Impedance 

Min(Ω)/100MHz(1turn)

1000

1000

100

10010

10

1

1

Frenqueny (MHz)

Im
p

ed
an

ce
 (

Ω
)

Slim Core

(FPC-18-8-2)
Existing product

FPC-11-8-2
Slim Core

L= 8 mm

FPC-11-3-2
Slim Core

L= 3 mm
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Part No.

FPC 16-12

FPC-16-20

FPC-25-12

FPC-25-20

FPC-31-12

FPC-46-12

FPC-56-12

FPC-24-12-3

FPC-31-12-3

A

16.0±0.4

16.0±0.4

24.5±0.7

24.5±0.7

31.0±1.0

46.0+1.1/-0.8

56.2±1.1

23.3±0.7

31.0±0.8

B

0.5+0.6/-0.0

0.5+0.6/-0.0

0.5+0.6/-0.0

0.85±0.25

1.0±0.2

0.5+1.0/-0.0

0.5+1.1/-0.0

0.9±0.2

0.9±0.2

C

5.0+0.0/-0.7

5.0+0.0/-0.7 

5.0+0.0/-0.7 

5.0+0.0/-0.7 

5.0±0.3

5+0.0/-0.8

5+0.3/-1.1

3.1±0.3

3.0±0.2

D

12.0±0.5

20.0±0.6

12.0±0.4

20.0±0.6

12.0±0.5

12.0±0.8

12.0±0.5

12.0±0.5

12.0±0.5

E

11.5±0.4

11.5±0.4

20.0±0.5

20.0±0.5

27.0±0.7

41.5±0.9

52.4±0.9

20.0±0.5

27.0±0.6

25MHz

42

71

30

50

26

23

23

20

17

100MHz

79

127

65

103

66

65

66

41

42

Max.Cable
width (mm)

10.5

10.5

19.0

19.0

26.0

40.5

51.0

19.0

26.0

Unit: mm Impedance (Ω)

Features
- Employ high-performance ferrites

(Nickel-Zinc) effective against high
frequency noise.

- Designed to help reduce cost and time
to market saving.  

- Can be installed simply in its intended   
location before product assembly.

-  Mounting part, FPCK12A, 12B is
available

Applications
-  Superior suppression of radiation

emissions for full compliance with
FCC, VDE and VCCI on Interface/
data line FPC cables of computers,
peripheral/terminal equipment. 
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Part No. Applicable

FPCK-12B FPC-31-12, FPC-46-12; FPC-56-12; FPC-31-12-3

FPCK-12A FPC-16-12; FPC-25-12; FPC-24-12-3

Mounting Parts for SSC type cores

F L A T CAB L E F E R R I T E S

F I L T E R I N G

Features
- Plastic clip for SSC-cores

- Material:   ABS

- Colour:  black

Part No.: FPCK-12A
Material: PVC
Applicable: FPC-16-12

FPC-25-12
FPC-24-12-3

Part No.: FPCK-12B
Material: PVC
Applicable: FPC-31-12

FPC-46-12
FPC-56-12
FPC-31-12-3

Mounting Parts for FPC type cores

Part No.

FCP-15P

FCP-25P

FCP-34P

FCP-40P

A

34,5

46,5

56,6

64,1

B

0,8

0,8

0,8

0,8

C

12,0

10,6

10,4

10,4

D

19,0

16,0

16,0

16,0

E

21,6

34,3

43,2

53,3

Unit: mm Applicable

SSC-21-6,8-8 / 21-6,8-15 / 23,8-6,3-7 / 23,8-6,3-15 / 28-7,7-14,6     

SSC-33,5-8 / 33,5-10 / 33,5-12 / 33,5-10-2 /  40-10 / 40-12

SSC-45-8 / 45-12 / 50-12

SSC-58-12

16
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Features
-  Split construction permits easy inser-

tion of cables already wired and
installed, or cables with connectors.

-  Nylon mounting clamp comes with.

- Split block cores supported with plas-
tic mounting clamp for flat cables

Applications
- For noise problems arising in

office automation equipment or 
other digital equipment.

Unit: mm

Part No.

EFC-25S

EFC-40S

EFC-50S

EFC-25N

EFC-40N

EFC-50N

BCN-26

BCN-40

BCN-50

A

44.0

630

76.5

44.0

63.0

76.5

45.0

63.0

76.5

B

2.0

2.0

2.0

2.0

2.0

2.0

2.0

2.0

2.0

C

13.0

13.0

13.0

13.0

13.0

13.0

13.0

13.0

13.0

D

28.5

28.5

28.5

28.5

28.5

28.5

28.5

28.5

28.5

E

33.0

52.0

64.5

33.0

52.4

64.5

34.0

52.0

64.5

F

47.0

77.0

7 9.5

47.0

77.0

79.5

59.0

76.5

90.7

P

33.0

64.5

64.5

–

–

–

–

–

–

100MHz

150

175

185

150

175

185

180

180

185

25MHz

65

72

62

65

72

62

92

72

63

Impedance (Ω)

Applicable cable

flat cable 

Less than the 

dimension E

F L A T CAB L E F E R R I T E S
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Features
-  Kitagawa offers a line of bisected flat

cable suppression cores to attenuate
radiated EMI emissions from ribbon
cables.

-  Ferrite assembly press-fitted into a
pair of metal clips.

-  Metal clips included, except 
FP 16,5-2-10.25

Applications
-  Internal ribbon cables between PCB

and Data line.
-  To suppress radiated EMI emission

from flat cable and ribbon cable.

* Metal clips (KE-MC-10 or KE MC-13) are included

** Metal clips (KE-MC-13) are included, however Plastic clip KE-PC-28.5 is also available as option

25MHz

29

45

103

41

84

78

45

50

74

72

100MHz

72

107

173

98

166

179

114

124

155

200

Impedance (Ω)Unit: mm

C

2.0±0.2

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

6.35±0.25

A

16.5±0.25

38.0±1.0

38.0±1.0

45.0±0.75

45.0±0.75

55.1±1.2

63.5±1.3

63.5±1.3

63.5±1.3

76.2±1.5

D

10.25±0.2

10.0±0.4

25.4±0.75

10.0±0.4

28.5±0.7

28.5±0.7

13.0±0.4

15.0±0.4

28.5±0.7

28.5±0.7

E

12.5±0.3

26.6±0.7

26.6±0.7

34.4±0.7

34.4±0.7

43.7±1.0

52.0±1.1

52.0±1.1

52.0±1.1

65.3±1.3

B

0.6±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

0.8±0.2

Part No.

FP 16.5-2-10.25

FP 38-6.35-10

FP 38-6.35-25.4

FP 45-6.35-10

FP 45-6.35-28.5

FP 55.1-6.35-28.5

FP 63.5-6.35-13

FP 63.5-6.35-15

FP 63.5-6.35-28.5

FP 76.2-6.35-28.5

F L A T CAB L E F E R R I T E S
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Features
- Metal clip  for FP-core
- Part No.  KE-MC-10
- Part No.  KE-MC-13

Metal Clip for FP-core
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KE-MC-10 KE-MC-13

Ø 0.7

12.5

3.5
10

15.4 7.6 12.7

11.6

15.7
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Features
- Plastic clip for FP- cores
- Nylon 6.6 (UL 94 V-2)
- Colour grey
- Screw mounting
- Part No. KE-PC-28.5

Mounting parts for FP-cores

KE-PC-28.5



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

