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1. PART NO. EXPRESSION :

2. CONFIGURATION & DIMENSIONS :

15.00±3.0

A B C

4. MATERIALS :

SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

(a) Core : DR Ferrite Core

(b) Wire : Enamelled Copper Wire

(c) Lead : Tinned Copper Wire

(d) Adhesive : Epoxy

3. SCHEMATIC :

5. GENERAL SPECIFICATION :

c) Storage temp. : -40°C to +125°C

b) Temp. rise : 40°C max. at rated current

a) The inductance drop at rated is 10% max.
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NOTE : Specifications subject to change without notice. Please check our website for latest information.
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d) Operating temp. : -40°C to +85°C

R C C 1 0 1 4 1 0 0 K Z F

(c) Inductance code : 100 = 10.0uH

(a) Series code

(b) Dimension code

(f) F : Lead Free

(e) X, Y, Z : Standard part

(d) Tolerance code : K = ±10%

(f)

e

(e) Ink : Bon Margue
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SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

6. ELECTRICAL CHARACTERISTICS :

NOTE : Specifications subject to change without notice. Please check our website for latest information.
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RADIAL CHOKE COIL
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Test

( Hz )
Frequency

IDC
( A )
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RCC1014120KZF

RCC1014150KZF

RCC1014180KZF

RCC1014220KZF

RCC1014270KZF

RCC1014330KZF

RCC1014390KZF

RCC1014470KZF

RCC1014560KZF

RCC1014680KZF

RCC1014820KZF

RCC1014101KZF

RCC1014121KZF
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RCC1014271KZF

RCC1014331KZF

RCC1014391KZF

RCC1014471KZF

RCC1014561KZF

RCC1014681KZF

RCC1014821KZF

RCC1014102KZF

RCC1014 SERIES

01.07.2008

RECOMMENDED SOLDERING CONDITIONS
REFLOW SOLDERINGS

cooling230°C

40s max.

150°C

Pre-heating
90 to 120s

180°C

10s max.

260°C
Natural



SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

NOTE : Specifications subject to change without notice. Please check our website for latest information.
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7. CHARACTERISTICS CURVES :

RADIAL CHOKE COIL
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SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

RCC1014 SERIES

8. PACKAGING INFORMATION :

NOTE : Specifications subject to change without notice. Please check our website for latest information.
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RADIAL CHOKE COIL

TI
ANSI

__
Type

Coating Type

__

__
__

TCBCMtl Dsg

GUANGDONG CHINA

9. UL CARD :

Box (small)Inner Package

Quantity 100 pcs

Size RCC1014



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

