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ASFLM

STANDARD SPECIFICATIONS:

OPTIONS AND PART IDENTIFICATION: 
(Left blank if standard)

APPLICATIONS:FEATURES:

5.0 x 3.2 x 1.04mmPb RoHS
Compliant

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 
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TM

ULTRA MINIATURE PURE SILICON   CLOCK OSCILLATOR

• CCD Clock for VTR Camera
• Equipment Connected to PCs
• Low Profile Equipment

• Computers and Peripherals
• Lower Cost Crystal Oscillator Replacement

• Portable Electronics (MP3 Players, Games)
• Consumer Electronics such as TV’s, DVR’s, etc.
• Vibrant, Shock-Prone & Humid Environments for Industrial Equipment
• Demanding Military & Automotive Electronics

PARAMETERS
ABRACON P/N: ASFLM Series
Frequency range: 1.000 MHz - 125 MHz
Operating temperature: 0°C to + 70°C (see options)
Storage temperature: -55°C to +155°C

Supply Current: 6.0mA max (1 - 40MHz,Vdd=3.0 ± 0.3V)
(No Load) 7.0mA max (40 - 80MHz, Vdd=3.0 ± 0.3V)

10.0mA max (80 - 125MHz, Vdd=3.0 ± 0.3V)
Supply Current: 9.0mA max (1 - 40MHz,Vdd=3.0 ± 0.3V)
(Full Load) 10.0mA max (40 - 80MHz, Vdd=3.0 ± 0.3V)

16.0mA max (80 - 125MHz, Vdd=3.0 ± 0.3V)
Symmetry:                                 45/55% max.@ 1/2Vdd
Rise and Fall Times (Tr/Tf): 5ns max. (+25°C, 15pF out put load, 10/90% Vdd.)
Output Load: 15pF max., 10kohms max.
Output Voltage: VOH = 0.9*Vdd min.

VOL = 0.1*Vdd max.

Tri-State Function
(Stand-by):

"1" or open: Oscillation
"0": No oscillation/Hi Z

Start-up-time: 10mS max
Enable time:   5mS max
Disable time:  100ns max.

1uA max.
Aging at +25°C per year:
Stand-by Current

 ± 5ppm max.

Overall Frequency Stablilty: ± 100 ppm max. (see options)
Supply Voltage (Vdd): 3.0 V ± 0.3 V

* Please contact Abracon for Temperature Option Availability.
Please contact Abracon for order assistance for high shock
applications.

Blank 0°C to +70°C Blank ± 100 ppm
E* -20°C to +70°C C ± 50 ppm
L* -40°C to +85°C

Blank : Standard Blank : Standard

Freq. Stability

TXX.XXXX MHz
Packaging

Tape and Reel
(1000pcs/reel)

Frequency Operating Temp.

   ASFLM - Frequency -  -  - 

• Ultra Miniature Pure SiliconTM Clock Oscillator
• MEMS Technology by Discera
• Low Power Consumption <10mA
• Exceptional Stability Over Temp. at 0 - 70°C

• Available in 30kG Shock Resistance Configuration
• Low Cost-Compact QFN Plastic Packaging
• Compact Package design

• Extended Temperature Options Also Available
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ASFLM
5.0 x 3.2 x 1.04mmPb RoHS 

Compliant 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

PIN
1
2
3
4

FUNCTION
Tri-state (STBY)

GND/Case
Output
VDD

OUTLINE DRAWING:

Dimensions: Inches (mm)

Note: It is recommended to 
use an approximately 0.01uF 
bypass capacitor between 
PIN 2 and 4.

TAPE & REEL: Tape and reel 1,000pcs/reel

Dimensions: mm
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

