
Xitanium/Fortimo LED
Drivers indoor dimmable
Fortimo LED driver 1100-3000 TD

Xitanium and Fortimo LED drivers are specially designed to operate
LED solutions for general lighting applications such as downlighting,
spot/accent lighting and linear lighting.Flexibility in luminaire design is
assured thanks to an adjustable output current (AOC) and, in most
independent versions, a new modern 3-in-1 housing design. The
adjustable output current enables operation of various LED
configurations from different LED manufacturers, as well as ensuring
the solution can accommodate new LED generations – making it
“future-proof”. There are special dimmable versions which enable the
use of lighting controls for further energy savings.



Product data

• General Characteristics
Input Frequency 50/60 Hz
Relative Humidity 95 %
IP Classification 20
Lifetime 90%
surv.@Tcaselife

50000 hr

System Description TD [Touch&DALI dimming]

• Operating Characteristics
12V output Yes
Ripple current 20 %
Efficiency Range 80-90 %
Power Factor (100%
load)

0.9 (min) -

Input Power max 46 W
Output Voltage
Range

20-80 V

Output Current
Range (mA)

200-700

Total Harmonic
Distortion IEC

20 (max) %

Dimming range 100-10 %
Inrush Current Peak 48 (max) A
Inrush Current
Width to 50%

180 us

Type of Dimming Touch&DALI
Input Voltage Range
(AC)

220-240 V

Max drivers on
MCB(16A type-B)

12 (max) x

• Temperature Characteristics
T-case Lifetime 65 C
T-case maximum 65 (max) C

T-ambient -20 (min), 50 (max) C
T-Storage -40 (min), 85 (max) C

• Product Dimensions
Length A1 138 mm
Width B1 74 mm
Height C1 32 mm
Fixing Hole Diameter
D1

4.5 mm

Fixing Hole Distance
Width B2

63.6 mm

Fixing Hole Distance
Length A2

128.5 mm

• Approval&Application Chars
Isolation classification Class I

• Product Data
Order code 929000465003
Full product code 929000465003
Full product name Fortimo LED driver 1100-3000 TD
Order product name Fortimo LED driver 1100-3000 TD
Pieces per pack 1
Packing configuration 6
Packs per outerbox 6
Bar code on pack -
EAN1

8711500880574

Bar code on
outerbox - EAN3

8727900842975

Logistic code(s) -
12NC

929000465003

Net weight per piece 0.307 kg
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Fortimo LED driver 1100-3000 & 1100-3000 TD
Product A1 (Norm) A2 (Norm) A3 (Norm) B1 (Norm) B2 (Norm) B3 (Norm) C1 (Norm) D1 (Norm)

Fortimo LED driver 1100-3000 TD 138 128.5 - 74 63.6 - 32 4.5
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Dimensional drawing
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LED DLM driver 50W/Food
Product A1 (Norm) A2 (Norm) A3 (Norm) B1 (Norm) B2 (Norm) B3 (Norm) C1 (Norm) D1 (Norm)

Fortimo LED driver 1100-3000 TD 138 128.5 - 74 63.6 - 32 4.5
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

