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Primary Characteristics
White Paste
Thermally Conductive
Primerless adhesion 
Neutral cure 
Non-corrosive
UL recognized
Flame retardant
High strength
Fast cure
Fast tack free time
Aggessive adhesion 

Excellent high thermal conductivity. White 
paste. Has UL flammability rating of V-1 
using the UL 94 test. Has outstanding 
adhesion and electrical properties. Resistant 
to heat, cold, moisture, UV, ozone and 
chemicals. When cured, retains elastomeric 
properties throughout the operating 
temparature range of -55°C to 200°C (-67°F 
to 392°F). Use for bonding components and 
devices to heat sinks as well as in other 
bonding applications where flexibility, 
thermal conductivity, and flame retardance 
are of concern. Requires no primer. 

Available Sizes

Catalog Number Sizes Available Description

TSE3941-150G 150g (5.3 oz) Tube

TSE3941-333ML 333ml (10 oz) Cartridge

TSE3941-20K  20 kg (44 lbs) 44 lbs. pail

Specifications

Use Adhesive Sealant

Special Features Thermally conductive, 
Flame retardant

Standards MIL-A-46146B (corrosion 
only)

 UL-94 V-1 recognition (file 
E56745)

Cross Reference TSE3941

Uncured Properties 

Consistency Paste

Color White

Specific Gravity 1.65

Tack Free Time 5 min

Cure Through Time 3 days 

Useful Temp. Range -55°C to 200°C
(-67°F to 392°F)

Cured Properties - MECHANICAL

Hardness 60 (Shore A)

Tensile Strength 3.0 MPa (426 psi)

Elongation 100%

Cured Properties - ELECTRICAL

Dielectric Strength 22 kV/mm
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 500 V/mil

Dielectric Constant 4 @ 60 Hz

Cured Properties - THERMAL

Thermal Conductivity 0.83 W/m · °K

Brittle Point -60°C (-75°F)
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru
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