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Packing Options
M3

Packing options include:
• Bulk Pack
• Reel Pack (RP)
• Ammo Pack (AP)
• Tube Pack (TP)
• Embossed Carrier (RP)

See “Package Type and Packing Options” on page M3-2.

Sample Instructions for Choosing a 
Packing Option
(1) If selecting an “L401E6” (sensitive gate, 400 V, 1 A triac in a 

TO-92 package), choose one of the options available for that 
device:
• Bulk packed in 2,000 quantity
• Tape and Reel with 2,000 parts per reel
• Tape and Ammo with 2,000 parts per box

(2) Add the designated code as a suffix to the device number, 
such as “L401E6 RP” if selecting Tape and Reel or “L401E6 
AP” if selecting Tape and Ammo. (Bulk packing requires no 
suffix.)

M3
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Package Type and Packing Options

Package Type Package Code

Packing Options

Bulk Pack
Reel Pack

(RP)
Ammo Pack

(AP)
Tube Pack

(TP)
Embossed Carrier

(RP)
TO-92 E 2,000 2,000 2,000 Contact factory 

for availability
Only

Type 73

TO-220 L, R 500 n/a n/a 50 Only
Type 67 and 68

TO-202 F 500 700 (Type 2) n/a 50 Only
Type 43

TO-218 K, J, M, W 250 n/a n/a Contact factory 
for availability

n/a

Fastpak P 160 n/a n/a n/a n/a

TO-251 V-Pak V 1,000 Contact factory 
for availability

n/a 75 n/a

TO-252 D-Pak D n/a n/a n/a 75 2500

TO-263 D2Pak N n/a n/a n/a 50 500

DO-214 S 1,000 n/a n/a n/a 2500

Compak C 1,000 n/a n/a n/a 2500

DO-35 Y 10,000

Minimum order 
of 5,000 
available

5,000 n/a n/a n/a

DO-15X G 1,000 5,000 n/a n/a n/a
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TO-92 (3-lead) Reel Pack (RP) Radial Leaded
Meets all EIA-468-B 1994 Standards

TO-92 (3-lead) Ammo Pack (AP) Radial Leaded
Meets all EIA-468-B 1994 Standards

0.708
(18.0)

1.6
(41.0)

0.5
(12.7) 0.1 (2.54)

0.2 (5.08)

0.236
(6.0)

0.02 (0.5)

Direction of Feed

Dimensions

are in inches

(and millimeters).

1.97

(50.0)

14.17(360.0)

Flat up

1.26
(32.0)

0.098 (2.5) MAX

MT1 / Cathode MT2 / Anode

Gate

0.354
(9.0)

0.157 DIA
 (4.0)

Flat down

25 Devices per fold

MT1 / CathodeMT2 / Anode

Gate

Direction of Feed

Dimensions

are in inches

(and millimeters).

0.708
(18.0)

1.62
(41.2)

0.5
(12.7)

0.1 (2.54)

0.2 (5.08)

0.236
(6.0)

0.02 (0.5)

1.85
(47.0)

13.3
(338.0)

1.27
(32.2)

0.098 (2.5) MAX

12.2
(310.0)

1.85
(47.0)

0.354
(9.0)

0.157 
DIA(4.0)
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TO-92 Type 70 Reel Pack (RP3) Optional
Meets all EIA-468-B 1994 Standards

TO-92 Type 70 Reel Pack (RP2) Standard
Meets all EIA-468-B 1994 Standards

Flat Up

0.708
(18.0)

1.3
(33.1)

0.5
(12.7)

0.1 (2.54)

0.354
(9.0)

0.236
(6.0)

0.02 (0.5)

Direction of Feed

Dimensions

are in inches

(and millimeters).

1.97

(50.0)

14.17
(360.0)

0.95

(24.1)

0.157 
DIA

(4.0)

Flat Down

1.62
(41.2)

0.708
(18.0) 0.354

(9.0)

0.236
(6.0)

0.02
(0.5)

0.50
(12.7)

14.17
(360.0)

0.20
(5.08)

0.125 (3.2) MAX
1.27

(32.2)

1.97
(50.0)

0.50
(12.7)

0.25
(6.35)

Dimensions

are in inches

(and millimeters).

Direction of Feed

0.157 DIA
(4.0)
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TO-92 Type 70 Ammo Pack (AP) Radial Leaded
Meets all EIA-468-B 1994 Standards

Flat down

25 Devices per fold

0.708
(18.0)

1.27
(32.2)

0.125 (3.2) MAX1.62
(41.2)
MAX

0.50
(12.7)

0.354
(9.0)

0.236
(6.0)

0.02 (0.5)

0.20 (5.08)

0.50
(12.7)

0.25
(6.35)

Direction of Feed

Dimensions

are in inches

(and millimeters).

1.85
(47.0)

13.3
(338.0)

12.2
(310.0)

1.85
(47.0)

0.157 
DIA(4.0)
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TO-202 Type 2 Reel Pack (RP)
Meets all EIA-468-B 1994 Standards

Reel Pack (RP) for TO-252 Embossed Carrier
Meets all EIA-481-2 Standards

MT1 / Cathode

MT2 / Anode

Gate

Direction of Feed

Dimensions

are in inches

(and millimeters).

0.708
(18.0)

1.33
(33.8)

0.5
(12.7)

0.1 (2.54)

0.2 (5.08)

0.236
(6.0)

0.02 (0.5)

1.97

(50.0)

14.17
(360.0)

0.63
(16.0)

0.354
(9.0)

0.157
 DIA(4.0)

0.512 (13.0) Arbor
Hole Dia.

D
C

D
C

X
X

X
X

X
X

D
C

Gate MT1 / Cathode

MT2 / Anode

0.63
(16.0)

0.157
(4.0)

0.64
(16.3)

12.99
(330.0)

0.524
(13.3)

0.315
(8.0)

0.059 DIA
(1.5)

*

* Cover tape

Direction of Feed

Dimensions
are in inches
(and millimeters).
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TO-263 Embossed Carrier Reel Pack (RP)
Meets all EIA-481-2 Standards

DO-214 Embossed Carrier Reel Pack (RP)
Meets all EIA-481-1 Standards

Gate

MT1 / Cathode

MT2 / Anode

0.512 (13.0) Arbor
Hole Dia.

0.945
(24.0)

0.63
(16.0)

1.01
(25.7)

12.99
(330.0)

0.827
(21.0)

0.157
(4.0)

Direction of Feed

Dimensions
are in inches
(and millimeters).

*

* Cover tape

0.059 DIA
(1.5)

0.472
(12.0) 0.36

(9.2)

0.315
(8.0)

0.157
(4.0)

0.49
(12.4)

0.512 (13.0) Arbor

Hole Dia.

12.99
(330.0)

Dimensions

are in inches

(and millimeters).

Direction of Feed

0.059 
DIA

(1.5) Cover tape
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Compak Embossed Carrier Reel Pack (RP)
Meets all EIA-481-1 Standards

DO-15X and DO-35 Reel Pack (RP)
Meets all EIA RS-296 Standards

8.0

Anode / MT2

Cathode / MT1
Gate

0.47
(12.0)

0.36
(9.2)

0.315
(8.0)

0.157
(4.0)

0.49
(12.4)

0.512 (13.0) Arbor

Hole Dia.

12.99
(330.0)

Dimensions

are in inches

(and millimeters).

Direction of Feed

0.059 
DIA

(1.5)

Cover tape

3.15 (80.0) TYP

DO-15X DO-35

Dimensions

are in inches

(and millimeters).

Direction of Feed

0.252
(6.4)

0.898
(22.8)

0.197
(5.0)

2.063
(52.4)

10.0 - 14.0
(254.0 - 356.0)

0.252
(6.4)

0.956
(24.3)

0.197
(5.0)

2.063
(52.4)



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

