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Series 11675
Quick-Connect Power Distribution Blocks

SPECIFICATIONS
Rating:  40A, 250V
Poles:  2 to 6 poles with (3) .250" quick-connect terminals
per pole
Wire Range:  #8-14 AWG CU
Torque Rating:  18 in-lb.
Operating Temperature:  150°C 
Design:  Screw connections for field wiring. Quick connects
reduce cost of internal wiring.
Breakdown Voltage:
Agency Information:  UL/CSA; CE Certified

* Dimensions in inches. To convert to millimeters, multiply by 25.4.

Part
Number

11675-2
11675-3
11675-4
11675-5
11675-6

A

2.09
2.66
3.22
3.78
4.34

D

1.15
1.71
2.28
2.84
3.40

B

1.68
2.25
2.81
3.37
3.93

C

.56
1.12
1.68
2.25
2.81

Series 11725
Quick-Connect Power Distribution Blocks

SPECIFICATIONS
Rating:  70A, 600V; UL/CSA
Poles:  2, 3 or 4 poles with (4) .250" quick-connect terminals
per pole
Wire Range:  #2-14 AWG CU / #2-8 AWG AL
Torque Rating:  45 in-lb.
Operating Temperature:  150°C 
Design:  Screw connections for field wiring. Quick connects
reduce cost of internal wiring.
Agency Information:  UL/CSA E62622; CE Certified

* Dimensions in inches. To convert to millimeters, multiply by 25.4.

Part
Number

11725-2
11725-3
11725-4

A

2.50
3.18
3.87

D

1.37
2.06
2.75

B

2.06
2.75
3.43

C

.68
1.37
2.06

.43
(11.0)

1.03
(26.1)

.37
(9.4)

.20 (5.08) I.D.
eyelets

.20 (5.1)
dia. holes

.50
(12.7)

1.37
(34.79)

.20
(5.1)

.56
(14.2)

.76
(19.3)

.46
(11.7)

A

B

C

D

.43
(10.9)

1.12
(28.4)

.59
(15.0)

.19 (5.0) I.D.
eyelets

.19 (5.0)
dia. holes

.62
(15.7)

1.84
(46.7)

.21
(5.3)

.68
(17.3)

.90
(22.9)

.56
(14.2)

A

B

C

D



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

