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For packaging non ESD items within an ESD protected area.

Features:
• Blow-molded with anti static additives from LDPE and LLDPE
• The sealed air bubble offers superior cushioning and shock 
  proof function
• Standard colour: Pink
• Soft texture and flexible material
• Manufacturing method: Two layer extrusion with 
  calendar role to thermoform bubble
• Low cost
• Keeps inside packed contents free from damage by electrostatic

Antistatic bubble film will not produce electrostatic charges 
during handling.  Static charge is dissipated over the surface 
of the film preventing discharge onto the electronic device 
packaged.

Notes: Different levels of electrostatic discharge protection are required for 
different electronic devices.

Product Code: Description: Size (mm): Additional Notes:

1687830 Pink Antistatic Bubble Bag 100x135 +30mm Lip Pack of 10 (Ref: 004-0012f )

This product is amine free to ensure its compatibility with other materials 
frequently used in the electronics industry.
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Configuration(s):
Bags are offered heat sealed along the three edges and provided with a low 
static 30mm peel and seal lip.Bag Opening
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Test Conclusion: (Date of Issue: 2009-05-12)
The anti-static pink PE bubble bag is tested accordance with the relevant test standard and requirements.

Test Conditions:
The following results were taken under the following environmental test conditions: Temperature: 22.3oC / Humidity: 47.5%

Technical Parameters:

Item: Test Standard: Result:

Film Composition N/A LDPE / LLDPE

Melt Index GB3682 2.1 g/10 min

Melt Flow Rate GB3682 >3.0 g/min

Surface Resistivity GB3682 <1010 Ω

Water Absorption Rate GB/96-04-10 0.5%

Density GB1033 0.92g/cm

Carrier - LDPE

Heat Seal Temperature - 250-375 F

Heat Seal Time - 0.5-3.5 secs

Heat Seal Pressure - 30-70 PSI

Test Item: Test Method: Measured Equipment(s): MDL:

Lead (Pb) IEC 62321:2008 Ed.1 Sec.8 ICP-OES 2mg/kg

Cadmium (Cd) IEC 62321:2008 Ed.1 Sec.8 ICP-OES 2mg/kg

Mercury (Hg) IEC 62321:2008 Ed.1 Sec.7 ICP-OES 2mg/kg

Hexavalent Chromium (Cr(VI)) IEC 62321:2008 Ed.1 Annex C UV-Vis 2mg/kg

Polybrominated Biphenyls (PBBs) IEC 62321:2008 Ed.1 Annex A GC-MS 5mg/kg

Polybrominated Diphenyl Ethers (PBDEs) IEC 62321:2008 Ed.1 Annex A GC-MS 5mg/kg



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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