
Type M15 to M50  Multilayer Ceramic Capacitors 
COG (NPO). X7R & Z5U Capacitors Type M15 to M50 conformally coated radial leaded 

capacitors cover a wide range of temperature coeffi-
cients for a wide variety of applications.

Highlights
• Conformally coated, radial leaded
• Coating meets UL94V-0
• IECQ approved to:
        QC300601/US0002 - NPO
        QC300701/US0002 - X7R
        QC300701/US0004 - Z5U

Specifications
Capacitance Range: 1 pF to 6.8 µF

Voltage Range: 50, 100, 200 Vdc
Capacitance Tolerance: See ratings tables

 Temperature Coefficient: COG (NPO), X7R & Z5U
Available in Tape and Ammo Pack Configuration: Add ‘TA’ to end of catalog part number

Ratings RoHS Compliant
COG (NPO) Temperature Coefficient

200 Vdc
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15G109D2-F 1.0 pF .150 .210 .130 .100 M15G120*2-F 12 pF .150 .210 .130 .100 M15G101*2-F 100 pF .150 .210 .130 .100
M20G109D2-F 1.0 pF .200 .260 .150 .100 M20G120*2-F 12 pF .200 .260 .150 .100 M20G101*2-F 100 pF .200 .260 .150 .100
M22G109D2-F 1.0 pF .200 .260 .150 .200 M22G120*2-F 12 pF .200 .260 .150 .200 M22G101*2-F 100 pF .200 .260 .150 .200
M15G159D2-F 1.5 pF .150 .210 .130 .100 M15G150*2-F 15 pF .150 .210 .130 .100 M15G121*2-F 120 pF .150 .210 .130 .100
M20G159D2-F 1.5 pF .200 .260 .150 .100 M20G150*2-F 15 pF .200 .260 .150 .100 M20G121*2-F 120 pF .200 .260 .150 .100
M22G159D2-F 1.5 pF .200 .260 .150 .200 M22G150*2-F 15 pF .200 .260 .150 .200 M22G121*2-F 120 pF .200 .260 .150 .200
M15G229D2-F 2.2 pF .150 .210 .130 .100 M15G180*2-F 18 pF .150 .210 .130 .100 M15G151*2-F 150 pF .150 .210 .130 .100
M20G229D2-F 2.2 pF .200 .260 .150 .100 M20G180*2-F 18 pF .200 .260 .150 .100 M20G151*2-F 150 pF .200 .260 .150 .100
M22G229D2-F 2.2 pF .200 .260 .150 .200 M22G180*2-F 18 pF .200 .260 .150 .200 M22G151*2-F 150 pF .200 .260 .150 .200
M15G279D2-F 2.7 pF .150 .210 .130 .100 M15G220*2-F 22 pF .150 .210 .130 .100 M15G181*2-F 180 pF .150 .210 .130 .100
M20G279D2-F 2.7 pF .200 .260 .150 .100 M20G220*2-F 22 pF .200 .260 .150 .100 M20G181*2-F 180 pF .200 .260 .150 .100
M22G279D2-F 2.7 pF .200 .260 .150 .200 M22G220*2-F 22 pF .200 .260 .150 .200 M22G181*2-F 180 pF .200 .260 .150 .200
M15G339D2-F 3.3 pF .150 .210 .130 .100 M15G270*2-F 27 pF .150 .210 .130 .100 M15G221*2-F 220 pF .150 .210 .130 .100
M20G339D2-F 3.3 pF .200 .260 .150 .100 M20G270*2-F 27 pF .200 .260 .150 .100 M20G221*2-F 220 pF .200 .260 .150 .100
M22G339D2-F 3.3 pF .200 .260 .150 .200 M22G270*2-F 27 pF .200 .260 .150 .200 M22G221*2-F 220 pF .200 .260 .150 .200
M15G399D2-F 3.9 pF .150 .210 .130 .100 M15G330*2-F 33 pF .150 .210 .130 .100 M15G271*2-F 270 pF .150 .210 .130 .100
M20G399D2-F 3.9 pF .200 .260 .150 .100 M20G330*2-F 33 pF .200 .260 .150 .100 M20G271*2-F 270 pF .200 .260 .150 .100
M22G399D2-F 3.9 pF .200 .260 .150 .200 M22G330*2-F 33 pF .200 .260 .150 .200 M22G271*2-F 270 pF .200 .260 .150 .200
M15G479D2-F 4.7 pF .150 .210 .130 .100 M15G390*2-F 39 pF .150 .210 .130 .100 M15G331*2-F 330 pF .150 .210 .130 .100
M20G479D2-F 4.7 pF .200 .260 .150 .100 M20G390*2-F 39 pF .200 .260 .150 .100 M20G331*2-F 330 pF .200 .260 .150 .100
M22G479D2-F 4.7 pF .200 .260 .150 .200 M22G390*2-F 39 pF .200 .260 .150 .200 M22G331*2-F 330 pF .200 .260 .150 .200
M15G569D2-F 5.6 pF .150 .210 .130 .100 M15G470*2-F 47 pF .150 .210 .130 .100 M15G391*2-F 390 pF .150 .210 .130 .100
M20G569D2-F 5.6 pF .200 .260 .150 .100 M20G470*2-F 47 pF .200 .260 .150 .100 M20G391*2-F 390 pF .200 .260 .150 .100
M22G569D2-F 5.6 pF .200 .260 .150 .200 M22G470*2-F 47 pF .200 .260 .150 .200 M22G391*2-F 390 pF .200 .260 .150 .200
M15G689D2-F 6.8 pF .150 .210 .130 .100 M15G560*2-F 56 pF .150 .210 .130 .100 M15G471*2-F 470 pF .150 .210 .130 .100
M20G689D2-F 6.8 pF .200 .260 .150 .100 M20G560*2-F 56 pF .200 .260 .150 .100 M20G471*2-F 470 pF .200 .260 .150 .100
M22G689D2-F 6.8 pF .200 .260 .150 .200 M22G560*2-F 56 pF .200 .260 .150 .200 M22G471*2-F 470 pF .200 .260 .150 .200
M15G829D2-F 8.2 pF .150 .210 .130 .100 M15G680*2-F 68 pF .150 .210 .130 .100 M20G561*2-F 560 pF .200 .260 .150 .100
M20G829D2-F 8.2 pF .200 .260 .150 .100 M20G680*2-F 68 pF .200 .260 .150 .100 M22G561*2-F 560 pF .200 .260 .150 .200
M22G829D2-F 8.2 pF .200 .260 .150 .200 M22G680*2-F 68 pF .200 .260 .150 .200 M20G681*2-F 680 pF .200 .260 .150 .100
M15G100*2-F 10 pF .150 .210 .130 .100 M15G820*2-F 82 pF .150 .210 .130 .100 M22G681*2-F 680 pF .200 .260 .150 .200
M20G100*2-F 10 pF .200 .260 .150 .100 M20G820*2-F 82 pF .200 .260 .150 .100 M20G821*2-F 820 pF .200 .260 .150 .100
M22G100*2-F 10 pF .200 .260 .150 .200 M22G820*2-F 82 pF .200 .260 .150 .200 M22G821*2-F 820 pF .200 .260 .150 .200

*Insert proper letter symbol for tolerenceAdd ‘TR’ to end of part number for Tape & Reel 1 pF to 8.2 pF available in D = ±.5 pF onlyM15, M20, M22 - 2,500 per reel 10 pF to 22 pF:  J  = ±5%; K = ±10%M30 - 1,500;  M40 - 1,000 per reel;  M50 - N/A
27 pF to 47 pF:  G = ±2%;  J  = ±5%;  K = ±10%(Available in full reels only)
56 pF & Up:        F = ±1%;   G = ±2%;  J  = ±5%;  K = ±10%
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Type M15 to M50  Multilayer Ceramic Capacitors 
Ratings RoHS Compliant

COG (NPO) Temperature Coefficient

  
 

Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)
Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S

200 Vdc
M20G102*2-F 1000 pF .200 .260 .150 .100 M30G272*2-F 2700 pF .300 .360 .200 .200 M30G153*2-F .015 uF .300 .360 .200 .200
M22G102*2-F 1000 pF .200 .260 .150 .200 M20G332*2-F 3300 pF .200 .260 .150 .100 M40G153*2-F .015 uF .400 .460 .200 .200
M20G122*2-F 1200 pF .200 .260 .150 .100 M22G332*2-F 3300 pF .200 .260 .150 .200 M30G183*2-F .018 uF .300 .360 .200 .200
M22G122*2-F 1200 pF .200 .260 .150 .200 M30G332*2-F 3300 pF .300 .360 .200 .200 M40G183*2-F .018 uF .400 .460 .200 .200
M20G152*2-F 1500 pF .200 .260 .150 .100 M30G392*2-F 3900 pF .300 .360 .200 .200 M40G223*2-F .022 uF .400 .460 .200 .200
M22G152*2-F 1500 pF .200 .260 .150 .200 M30G472*2-F 4700 pF .300 .360 .200 .200 M40G273*2-F .027 uF .400 .460 .200 .200
M20G182*2-F 1800 pF .200 .260 .150 .100 M30G562*2-F 5600 pF .300 .360 .200 .200 M40G333*2-F .033 uF .400 .460 .200 .200
M22G182*2-F 1800 pF .200 .260 .150 .200 M30G682*2-F 6800 pF .300 .360 .200 .200 M40G393*2-F .039 uF .400 .460 .200 .200
M20G222*2-F 2200 pF .200 .260 .150 .100 M30G822*2-F 8200 pF .300 .360 .200 .200 M50G393*2-F .039 uF .500 .560 .250 .400
M22G222*2-F 2200 pF .200 .260 .150 .200 M30G103*2-F .010 uF .300 .360 .200 .200 M40G473*2-F .047 uF .400 .460 .200 .200
M20G272*2-F 2700 pF .200 .260 .150 .100 M30G123*2-F .012 uF .300 .360 .200 .200 M50G473*2-F .047 uF .500 .560 .250 .400
M22G272*2-F 2700 pF .200 .260 .150 .200 M40G123*2-F .012 uF .400 .460 .200 .200 M50G563*2-F .056 uF .500 .560 .250 .400
*Insert proper letter symbol for tolerance M50G683*2-F .068 uF .500 .560 .250 .400
               K = 10%; M = ±20%

100 Vdc
M15G121*1-F 120 pF .150 .210 .130 .100 M20G152*1-F 1500 pF .200 .260 .150 .100 M30G682*1-F 6800 pF .300 .360 .200 .200
M15G151*1-F 150 pF .150 .210 .130 .100 M22G152*1-F 1500 pF .200 .260 .150 .200 M30G822*1-F 8200 pF .300 .360 .200 .200
M15G181*1-F 180 pF .150 .210 .130 .100 M20G182*1-F 1800 pF .200 .260 .150 .100 M30G103*1-F .01 uF .300 .360 .200 .200
M15G221*1-F 220 pF .150 .210 .130 .100 M22G182*1-F 1800 pF .200 .260 .150 .200 M30G123*1-F .012 uF .300 .360 .200 .200
M15G271*1-F 270 pF .150 .210 .130 .100 M20G222*1-F 2200 pF .200 .260 .150 .100 M30G153*1-F .015 uF .300 .360 .200 .200
M15G331*1-F 330 pF .150 .210 .130 .100 M22G222*1-F 2200 pF .200 .260 .150 .200 M30G183*1-F .018 uF .300 .360 .200 .200
M15G391*1-F 390 pF .150 .210 .130 .100 M20G272*1-F 2700 pF .200 .260 .150 .100 M30G223*1-F .022 uF .300 .360 .200 .200
M15G471*1-F 470 pF .150 .210 .130 .100 M22G272*1-F 2700 pF .200 .260 .150 .200 M30G273*1-F .027 uF .300 .360 .200 .200
M15G561*1-F 560 pF .150 .210 .130 .100 M20G332*1-F 3300 pF .200 .260 .150 .100 M40G273*1-F .027 uF .400 .460 .200 .200
M15G681*1-F 680 pF .150 .210 .130 .100 M22G332*1-F 3300 pF .200 .260 .150 .200 M40G333*1-F .033 uF .400 .460 .200 .200
M20G681*1-F 680 pF .200 .260 .150 .100 M30G332*1-F 3300 pF .300 .360 .200 .200 M40G393*1-F .039 uF .400 .460 .200 .200
M22G681*1-F 680 pF .200 .260 .150 .200 M20G392*1-F 3900 pF .200 .260 .150 .100 M50G393*1-F .039 uF .500 .560 .250 .400
M15G821*1-F 820 pF .150 .210 .130 .100 M22G392*1-F 3900 pF .200 .260 .150 .200 M40G473*1-F .047 uF .400 .460 .200 .200
M20G821*1-F 820 pF .200 .260 .150 .100 M30G392*1-F 3900 pF .300 .360 .200 .200 M50G473*1-F .047 uF .500 .560 .250 .400
M22G821*1-F 820 pF .200 .260 .150 .200 M20G472*1-F 4700 pF .200 .260 .150 .100 M40G563*1-F .056 uF .400 .460 .200 .200
M15G102*1-F 1000 pF .150 .210 .130 .100 M22G472*1-F 4700 pF .200 .260 .150 .200 M50G563*1-F .056 uF .500 .560 .250 .400
M20G102*1-F 1000 pF .200 .260 .150 .100 M30G472*1-F 4700 pF .300 .360 .200 .200 M40G683*1-F .068 uF .400 .460 .200 .200
M22G102*1-F 1000 pF .200 .260 .150 .200 M20G562*1-F 5600 pF .200 .260 .150 .100 M50G683*1-F .068 uF .500 .560 .250 .400
M20G122*1-F 1200 pF .200 .260 .150 .100 M22G562*1-F 5600 pF .200 .260 .150 .200 M50G823*1-F .082 uF .500 .560 .250 .400
M22G122*1-F 1200 pF .200 .260 .150 .200 M30G562*1-F 5600 pF .300 .360 .200 .200 M50G104*1-F .1 uF .500 .560 .250 .400
*Insert proper letter symbol for tolerance M50G124*1-F .12 uF .500 .560 .250 .400
               K = 10%; M = ±20%

X7R Temperature Coefficient
200 Vdc

Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)
Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15R101*2-F 100 pF .150 .210 .130 .100 M15R561*2-F 560 pF .150 .210 .130 .100 M15R152*2-F 1500 pF .150 .210 .130 .100
M15R121*2-F 120 pF .150 .210 .130 .100 M15R681*2-F 680 pF .150 .210 .130 .100 M20R152*2-F 1500 pF .200 .260 .150 .100
M15R151*2-F 150 pF .150 .210 .130 .100 M15R821*2-F 820 pF .150 .210 .130 .100 M22R152*2-F 1500 pF .200 .260 .150 .200
M15R181*2-F 180 pF .150 .210 .130 .100 M15R102*2-F 1000 pF .150 .210 .130 .100 M15R182*2-F 1800 pF .150 .210 .130 .100
M15R221*2-F 220 pF .150 .210 .130 .100 M20R102*2-F 1000 pF .200 .260 .150 .100 M20R182*2-F 1800 pF .200 .260 .150 .100
M15R271*2-F 270 pF .150 .210 .130 .100 M22R102*2-F 1000 pF .200 .260 .150 .200 M22R182*2-F 1800 pF .200 .260 .150 .200
M15R331*2-F 330 pF .150 .210 .130 .100 M15R122*2-F 1200 pF .150 .210 .130 .100 M15R222*2-F 2200 pF .150 .210 .130 .100
M15R391*2-F 390 pF .150 .210 .130 .100 M20R122*2-F 1200 pF .200 .260 .150 .100 M20R222*2-F 2200 pF .200 .260 .150 .100
M15R471*2-F 470 pF .150 .210 .130 .100 M22R122*2-F 1200 pF .200 .260 .150 .200 M22R222*2-F 2200 pF .200 .260 .150 .200
Add 'TR' to end of part number for Tape & Reel *Insert proper letter symbol for tolerance
M15, M20, M22 - 2,500 per reel                K = 10%; M = ±20%
M30 - 1,500 per reel  Full reels only on all
M40 - 1,000 per reel;  sizes. 
M50 - N/A
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Type M15 to M50  Multilayer Ceramic Capacitors 
Ratings RoHS Compliant

COG (NPO) Temperature Coefficient
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
200 Vdc

M20G102*2-F 1000 pF .200 .260 .150 .100 M30G272*2-F 2700 pF .300 .360 .200 .200 M30G153*2-F .015 uF .300 .360 .200 .200
M22G102*2-F 1000 pF .200 .260 .150 .200 M20G332*2-F 3300 pF .200 .260 .150 .100 M40G153*2-F .015 uF .400 .460 .200 .200
M20G122*2-F 1200 pF .200 .260 .150 .100 M22G332*2-F 3300 pF .200 .260 .150 .200 M30G183*2-F .018 uF .300 .360 .200 .200
M22G122*2-F 1200 pF .200 .260 .150 .200 M30G332*2-F 3300 pF .300 .360 .200 .200 M40G183*2-F .018 uF .400 .460 .200 .200
M20G152*2-F 1500 pF .200 .260 .150 .100 M30G392*2-F 3900 pF .300 .360 .200 .200 M40G223*2-F .022 uF .400 .460 .200 .200
M22G152*2-F 1500 pF .200 .260 .150 .200 M30G472*2-F 4700 pF .300 .360 .200 .200 M40G273*2-F .027 uF .400 .460 .200 .200
M20G182*2-F 1800 pF .200 .260 .150 .100 M30G562*2-F 5600 pF .300 .360 .200 .200 M40G333*2-F .033 uF .400 .460 .200 .200
M22G182*2-F 1800 pF .200 .260 .150 .200 M30G682*2-F 6800 pF .300 .360 .200 .200 M40G393*2-F .039 uF .400 .460 .200 .200
M20G222*2-F 2200 pF .200 .260 .150 .100 M30G822*2-F 8200 pF .300 .360 .200 .200 M50G393*2-F .039 uF .500 .560 .250 .400
M22G222*2-F 2200 pF .200 .260 .150 .200 M30G103*2-F .010 uF .300 .360 .200 .200 M40G473*2-F .047 uF .400 .460 .200 .200
M20G272*2-F 2700 pF .200 .260 .150 .100 M30G123*2-F .012 uF .300 .360 .200 .200 M50G473*2-F .047 uF .500 .560 .250 .400
M22G272*2-F 2700 pF .200 .260 .150 .200 M40G123*2-F .012 uF .400 .460 .200 .200 M50G563*2-F .056 uF .500 .560 .250 .400
*Insert proper letter symbol for tolerance M50G683*2-F .068 uF .500 .560 .250 .400
               K = 10%; M = ±20%

100 Vdc
M15G121*1-F 120 pF .150 .210 .130 .100 M20G152*1-F 1500 pF .200 .260 .150 .100 M30G682*1-F 6800 pF .300 .360 .200 .200
M15G151*1-F 150 pF .150 .210 .130 .100 M22G152*1-F 1500 pF .200 .260 .150 .200 M30G822*1-F 8200 pF .300 .360 .200 .200
M15G181*1-F 180 pF .150 .210 .130 .100 M20G182*1-F 1800 pF .200 .260 .150 .100 M30G103*1-F .01 uF .300 .360 .200 .200
M15G221*1-F 220 pF .150 .210 .130 .100 M22G182*1-F 1800 pF .200 .260 .150 .200 M30G123*1-F .012 uF .300 .360 .200 .200
M15G271*1-F 270 pF .150 .210 .130 .100 M20G222*1-F 2200 pF .200 .260 .150 .100 M30G153*1-F .015 uF .300 .360 .200 .200
M15G331*1-F 330 pF .150 .210 .130 .100 M22G222*1-F 2200 pF .200 .260 .150 .200 M30G183*1-F .018 uF .300 .360 .200 .200
M15G391*1-F 390 pF .150 .210 .130 .100 M20G272*1-F 2700 pF .200 .260 .150 .100 M30G223*1-F .022 uF .300 .360 .200 .200
M15G471*1-F 470 pF .150 .210 .130 .100 M22G272*1-F 2700 pF .200 .260 .150 .200 M30G273*1-F .027 uF .300 .360 .200 .200
M15G561*1-F 560 pF .150 .210 .130 .100 M20G332*1-F 3300 pF .200 .260 .150 .100 M40G273*1-F .027 uF .400 .460 .200 .200
M15G681*1-F 680 pF .150 .210 .130 .100 M22G332*1-F 3300 pF .200 .260 .150 .200 M40G333*1-F .033 uF .400 .460 .200 .200
M20G681*1-F 680 pF .200 .260 .150 .100 M30G332*1-F 3300 pF .300 .360 .200 .200 M40G393*1-F .039 uF .400 .460 .200 .200
M22G681*1-F 680 pF .200 .260 .150 .200 M20G392*1-F 3900 pF .200 .260 .150 .100 M50G393*1-F .039 uF .500 .560 .250 .400
M15G821*1-F 820 pF .150 .210 .130 .100 M22G392*1-F 3900 pF .200 .260 .150 .200 M40G473*1-F .047 uF .400 .460 .200 .200
M20G821*1-F 820 pF .200 .260 .150 .100 M30G392*1-F 3900 pF .300 .360 .200 .200 M50G473*1-F .047 uF .500 .560 .250 .400
M22G821*1-F 820 pF .200 .260 .150 .200 M20G472*1-F 4700 pF .200 .260 .150 .100 M40G563*1-F .056 uF .400 .460 .200 .200
M15G102*1-F 1000 pF .150 .210 .130 .100 M22G472*1-F 4700 pF .200 .260 .150 .200 M50G563*1-F .056 uF .500 .560 .250 .400
M20G102*1-F 1000 pF .200 .260 .150 .100 M30G472*1-F 4700 pF .300 .360 .200 .200 M40G683*1-F .068 uF .400 .460 .200 .200
M22G102*1-F 1000 pF .200 .260 .150 .200 M20G562*1-F 5600 pF .200 .260 .150 .100 M50G683*1-F .068 uF .500 .560 .250 .400
M20G122*1-F 1200 pF .200 .260 .150 .100 M22G562*1-F 5600 pF .200 .260 .150 .200 M50G823*1-F .082 uF .500 .560 .250 .400
M22G122*1-F 1200 pF .200 .260 .150 .200 M30G562*1-F 5600 pF .300 .360 .200 .200 M50G104*1-F .1 uF .500 .560 .250 .400
*Insert proper letter symbol for tolerance M50G124*1-F .12 uF .500 .560 .250 .400
               K = 10%; M = ±20%

X7R Temperature Coefficient
200 Vdc

Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)
Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15R101*2-F 100 pF .150 .210 .130 .100 M15R561*2-F 560 pF .150 .210 .130 .100 M15R152*2-F 1500 pF .150 .210 .130 .100
M15R121*2-F 120 pF .150 .210 .130 .100 M15R681*2-F 680 pF .150 .210 .130 .100 M20R152*2-F 1500 pF .200 .260 .150 .100
M15R151*2-F 150 pF .150 .210 .130 .100 M15R821*2-F 820 pF .150 .210 .130 .100 M22R152*2-F 1500 pF .200 .260 .150 .200
M15R181*2-F 180 pF .150 .210 .130 .100 M15R102*2-F 1000 pF .150 .210 .130 .100 M15R182*2-F 1800 pF .150 .210 .130 .100
M15R221*2-F 220 pF .150 .210 .130 .100 M20R102*2-F 1000 pF .200 .260 .150 .100 M20R182*2-F 1800 pF .200 .260 .150 .100
M15R271*2-F 270 pF .150 .210 .130 .100 M22R102*2-F 1000 pF .200 .260 .150 .200 M22R182*2-F 1800 pF .200 .260 .150 .200
M15R331*2-F 330 pF .150 .210 .130 .100 M15R122*2-F 1200 pF .150 .210 .130 .100 M15R222*2-F 2200 pF .150 .210 .130 .100
M15R391*2-F 390 pF .150 .210 .130 .100 M20R122*2-F 1200 pF .200 .260 .150 .100 M20R222*2-F 2200 pF .200 .260 .150 .100
M15R471*2-F 470 pF .150 .210 .130 .100 M22R122*2-F 1200 pF .200 .260 .150 .200 M22R222*2-F 2200 pF .200 .260 .150 .200
Add 'TR' to end of part number for Tape & Reel *Insert proper letter symbol for tolerance
M15, M20, M22 - 2,500 per reel                K = 10%; M = ±20%
M30 - 1,500 per reel    Full reels only on all
M40 - 1,000 per reel;   sizes. 
M50 - N/A

  

X7R Temperature Coefficient
200 Vdc

Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)
Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S

M20R272*2-F 2700 pF.200 .260 .150 .100 M22R103*2-F .010 uF .200 .260 .150 .200 M30R473*2-F .047 uF .300 .360 .200 .200
M22R272*2-F 2700 pF.200 .260 .150 .200 M20R123*2-F .012 uF .200 .260 .150 .100 M30R563*2-F .056 uF .300 .360 .200 .200
M20R332*2-F 3300 pF.200 .260 .150 .100 M22R123*2-F .012 uF .200 .260 .150 .200 M30R683*2-F .068 uF .300 .360 .200 .200
M22R332*2-F 3300 pF.200 .260 .150 .200 M20R153*2-F .015 uF .200 .260 .150 .100 M30R823*2-F .082 uF .300 .360 .200 .200
M20R392*2-F 3900 pF.200 .260 .150 .100 M22R153*2-F .015 uF .200 .260 .150 .200 M40R823*2-F .082 uF .400 .460 .200 .200
M22R392*2-F 3900 pF.200 .260 .150 .200 M30R153*2-F .015 uF .300 .360 .200 .200 M30R104*2-F .10 uF .300 .360 .200 .200
M20R472*2-F 4700 pF.200 .260 .150 .100 M20R183*2-F .018 uF .200 .260 .150 .100 M40R104*2-F .10 uF .400 .460 .200 .200
M22R472*2-F 4700 pF.200 .260 .150 .200 M22R183*2-F .018 uF .200 .260 .150 .200 M40R124*2-F .12 uF .400 .460 .200 .200
M20R562*2-F 5600 pF.200 .260 .150 .100 M30R183*2-F .018 uF .300 .360 .200 .200 M40R154*2-F .15 uF .400 .460 .200 .200
M22R562*2-F 5600 pF.200 .260 .150 .200 M20R223*2-F .022 uF .200 .260 .150 .100 M40R184*2-F .18 uF .400 .460 .200 .200
M20R682*2-F 6800 pF.200 .260 .150 .100 M22R223*2-F .022 uF .200 .260 .150 .200 M40R224*2-F .22 uF .400 .460 .200 .200
M22R682*2-F 6800 pF.200 .260 .150 .200 M30R223*2-F .022 uF .300 .360 .200 .200 M50R224*2-F .22 uF .500 .560 .250 .400
M20R822*2-F 8200 pF.200 .260 .150 .100 M30R273*2-F .027 uF .300 .360 .200 .200 M40R274*2-F .27 uF .400 .460 .200 .200
M22R822*2-F 8200 pF.200 .260 .150 .200 M30R333*2-F .033 uF .300 .360 .200 .200 M50R274*2-F .27 uF .500 .560 .250 .400
M20R103*2-F .010 uF .200 .260 .150 .100 M30R393*2-F .039 uF .300 .360 .200 .200 M50R334*2-F .33 uF .500 .560 .250 .400
*Insert proper letter symbol for tolerance M50R394*2-F .39 uF .500 .560 .250 .400
               K = 10%; M = ±20% M50R474*2-F .47 uF .500 .560 .250 .400

100 Vdc  X7R
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15R821*1-F 820 pF .150 .210 .130 .100 M20R123*1-F .012 uF .200 .260 .150 .100 M20R104*1-F .10 uF .200 .260 .150 .100
M15R102*1-F 1000 pF .150 .210 .130 .100 M22R123*1-F .012 uF .200 .260 .150 .200 M22R104*1-F .10 uF .200 .260 .150 .200
M15R122*1-F 1200 pF .150 .210 .130 .100 M20R153*1-F .015 uF .200 .260 .150 .100 M30R104*1-F .10 uF .300 .360 .200 .200
M15R152*1-F 1500 pF .150 .210 .130 .100 M22R153*1-F .015 uF .200 .260 .150 .200 M30R124*1-F .12 uF .300 .360 .200 .200
M15R182*1-F 1800 pF .150 .210 .130 .100 M20R183*1-F .018 uF .200 .260 .150 .100 M30R154*1-F .15 uF .300 .360 .200 .200
M15R222*1-F 2200 pF .150 .210 .130 .100 M22R183*1-F .018 uF .200 .260 .150 .200 M30R184*1-F .18 uF .300 .360 .200 .200
M15R272*1-F 2700 pF .150 .210 .130 .100 M20R223*1-F .022 uF .200 .260 .150 .100 M30R224*1-F .22 uF .300 .360 .200 .200
M15R332*1-F 3300 pF .150 .210 .130 .100 M22R223*1-F .022 uF .200 .260 .150 .200 M30R274*1-F .27 uF .300 .360 .200 .200
M15R392*1-F 3900 pF .150 .210 .130 .100 M20R273*1-F .027 uF .200 .260 .150 .100 M30R334*1-F .33 uF .300 .360 .200 .200
M15R472*1-F 4700 pF .150 .210 .130 .100 M22R273*1-F .027 uF .200 .260 .150 .200 M40R334*1-F .33 uF .400 .460 .200 .200
M20R472*1-F 4700 pF .200 .260 .150 .100 M20R333*1-F .033 uF .200 .260 .150 .100 M30R394*1-F .39 uF .300 .360 .200 .200
M22R472*1-F 4700 pF .200 .260 .150 .200 M22R333*1-F .033 uF .200 .260 .150 .200 M40R394*1-F .39 uF .400 .460 .200 .200
M15R562*1-F 5600 pF .150 .210 .130 .100 M20R393*1-F .039 uF .200 .260 .150 .100 M30R474*1-F .47 uF .300 .360 .200 .200
M20R562*1-F 5600 pF .200 .260 .150 .100 M22R393*1-F .039 uF .200 .260 .150 .200 M40R474*1-F .47 uF .400 .460 .200 .200
M22R562*1-F 5600 pF .200 .260 .150 .200 M20R473*1-F .047 uF .200 .260 .150 .100 M40R564*1-F .56 uF .400 .460 .200 .200
M15R682*1-F 6800 pF .150 .210 .130 .100 M22R473*1-F .047 uF .200 .260 .150 .200 M40R684*1-F .68 uF .400 .460 .200 .200
M20R682*1-F 6800 pF .200 .260 .150 .100 M20R563*1-F .056 uF .200 .260 .150 .100 M50R684*1-F .68 uF .500 .560 .250 .400
M22R682*1-F 6800 pF .200 .260 .150 .200 M22R563*1-F .056 uF .200 .260 .150 .200 M40R824*1-F .82 uF .400 .460 .200 .200
M15R822*1-F 8200 pF .150 .210 .130 .100 M20R683*1-F .068 uF .200 .260 .150 .100 M50R824*1-F .82 uF .500 .560 .250 .400
M20R822*1-F 8200 pF .200 .260 .150 .100 M22R683*1-F .068 uF .200 .260 .150 .200 M40R105*1-F 1.0 uF .400 .460 .200 .200
M22R822*1-F 8200 pF .200 .260 .150 .200 M30R683*1-F .068 uF .300 .360 .200 .200 M50R105*1-F 1.0 uF .500 .560 .250 .400
M15R103*1-F .010 uF .150 .210 .130 .100 M20R823*1-F .082 uF .200 .260 .150 .100 M50R125*1-F 1.2 uF .500 .560 .250 .400
M20R103*1-F .010 uF .200 .260 .150 .100 M22R823*1-F .082 uF .200 .260 .150 .200 *Insert proper letter symbol for tolerance
M22R103*1-F .010 uF .200 .260 .150 .200 M30R823*1-F .082 uF .300 .360 .200 .200                K = 10%; M = ±20%

50 Vdc  X7R
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15R332*5-F 3300 pF .150 .210 .130 .100 M15R682*5-F 6800 pF .150 .210 .130 .100 M20R123*5-F .012 uF .200 .260 .150 .100
M15R392*5-F 3900 pF .150 .210 .130 .100 M15R822*5-F 8200 pF .150 .210 .130 .100 M22R123*5-F .012 uF .200 .260 .150 .200
M15R472*5-F 4700 pF .150 .210 .130 .100 M15R103*5-F .010 uF .150 .210 .130 .100 M15R153*5-F .015 uF .150 .210 .130 .100
M15R562*5-F 5600 pF .150 .210 .130 .100 M15R123*5-F .012 uF .150 .210 .130 .100 M20R153*5-F .015 uF .200 .260 .150 .100
Add 'TR' to end of part number for Tape & Reel *Insert proper letter symbol for tolerance
M15, M20, M22 - 2,500 per reel                K = 10%; M = ±20%
M30 - 1,500 per reel  Full reels only on all sizes
M40 - 1,000 per reel
M50 - N/A
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Type M15 to M50  Multilayer Ceramic Capacitors 
Ratings RoHS Compliant

X7R Temperature Coefficient

  
 

50 Vdc  X7R
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M22R153*5-F .015 uF .200 .260 .150 .200 M20R683*5-F .068 uF .200 .260 .150 .100 M22R274*5-F .27 uF .200 .260 .150 .200
M15R183*5-F .018 uF .150 .210 .130 .100 M22R683*5-F .068 uF .200 .260 .150 .200 M30R274*5-F .27 uF .300 .360 .200 .200
M20R183*5-F .018 uF .200 .260 .150 .100 M20R823*5-F .082 uF .200 .260 .150 .100 M30R334*5-F .33 uF .300 .360 .200 .200
M22R183*5-F .018 uF .200 .260 .150 .200 M22R823*5-F .082 uF .200 .260 .150 .200 M30R394*5-F .39 uF .300 .360 .200 .200
M15R223*5-F .022 uF .150 .210 .130 .100 M20R104*5-F .10 uF .200 .260 .150 .100 M30R474*5-F .47 uF .300 .360 .200 .200
M20R223*5-F .022 uF .200 .260 .150 .100 M22R104*5-F .10 uF .200 .260 .150 .200 M30R564*5-F .56 uF .300 .360 .200 .200
M22R223*5-F .022 uF .200 .260 .150 .200 M20R124*5-F .12 uF .200 .260 .150 .100 M30R684*5-F .68 uF .300 .360 .200 .200
M15R273*5-F .027 uF .150 .210 .130 .100 M22R124*5-F .12 uF .200 .260 .150 .200 M30R824*5-F .82 uF .300 .360 .200 .200
M20R273*5-F .027 uF .200 .260 .150 .100 M20R154*5-F .15 uF .200 .260 .150 .100 M30R105*5-F 1.0 uF .300 .360 .200 .200
M22R273*5-F .027 uF .200 .260 .150 .200 M22R154*5-F .15 uF .200 .260 .150 .200 M40R105*5-F 1.0 uF .400 .460 .200 .200
M15R333*5-F .033 uF .150 .210 .130 .100 M30R154*5-F .15 uF .300 .360 .200 .200 M40R125*5-F 1.2 uF .400 .460 .200 .200
M20R333*5-F .033 uF .200 .260 .150 .100 M20R184*5-F .18 uF .200 .260 .150 .100 M40R155*5-F 1.5 uF .400 .460 .200 .200
M22R333*5-F .033 uF .200 .260 .150 .200 M22R184*5-F .18 uF .200 .260 .150 .200 M40R185*5-F 1.8 uF .400 .460 .200 .200
M20R393*5-F .039 uF .200 .260 .150 .100 M30R184*5-F .18 uF .300 .360 .200 .200 M40R225*5-F 2.2 uF .400 .460 .200 .200
M22R393*5-F .039 uF .200 .260 .150 .200 M20R224*5-F .22 uF .200 .260 .150 .100 M50R225*5-F 2.2 uF .500 .560 .250 .400
M20R473*5-F .047 uF .200 .260 .150 .100 M22R224*5-F .22 uF .200 .260 .150 .200 M50R275*5-F 2.7 uF .500 .560 .250 .400
M22R473*5-F .047 uF .200 .260 .150 .200 M30R224*5-F .22 uF .300 .360 .200 .200 M50R335*5-F 3.3 uF .500 .560 .250 .400
M20R563*5-F .056 uF .200 .260 .150 .100 M20R274*5-F .27 uF .200 .260 .150 .100 M50R395*5-F 3.9 uF .500 .560 .250 .400
M22R563*5-F .056 uF .200 .260 .150 .200 *Insert proper letter symbol for tolerance

               K = 10%; M = ±20%
Z5U Temperature Coefficient

100 Vdc
Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)

Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S
M15U102*1-F 1000 pF .150 .210 .130 .100 M20U223*1-F .022 uF .200 .260 .150 .100 M22U154*1-F .15 uF .200 .260 .150 .200
M15U122*1-F 1200 pF .150 .210 .130 .100 M22U223*1-F .022 uF .200 .260 .150 .200 M30U154*1-F .15 uF .300 .360 .200 .200
M15U152*1-F 1500 pF .150 .210 .130 .100 M20U273*1-F .027 uF .200 .260 .150 .100 M30U184*1-F .18 uF .300 .360 .200 .200
M15U182*1-F 1800 pF .150 .210 .130 .100 M22U273*1-F .027 uF .200 .260 .150 .200 M30U224*1-F .22 uF .300 .360 .200 .200
M15U222*1-F 2200 pF .150 .210 .130 .100 M20U333*1-F .033 uF .200 .260 .150 .100 M30U274*1-F .27 uF .300 .360 .200 .200
M15U272*1-F 2700 pF .150 .210 .130 .100 M22U333*1-F .033 uF .200 .260 .150 .200 M30U334*1-F .33 uF .300 .360 .200 .200
M15U332*1-F 3300 pF .150 .210 .130 .100 M20U393*1-F .039 uF .200 .260 .150 .100 M40U334*1-F .33 uF .400 .460 .200 .200
M15U392*1-F 3900 pF .150 .210 .130 .100 M22U393*1-F .039 uF .200 .260 .150 .200 M30U394*1-F .39 uF .300 .360 .200 .200
M15U472*1-F 4700 pF .150 .210 .130 .100 M20U473*1-F .047 uF .200 .260 .150 .100 M40U394*1-F .39 uF .400 .460 .200 .200
M15U562*1-F 5600 pF .150 .210 .130 .100 M22U473*1-F .047 uF .200 .260 .150 .200 M30U474*1-F .47 uF .300 .360 .200 .200
M15U682*1-F 6800 uF .150 .210 .130 .100 M20U563*1-F .056 uF .200 .260 .150 .100 M40U474*1-F .47 uF .400 .460 .200 .200
M15U822*1-F 8200 pF .150 .210 .130 .100 M22U563*1-F .056 uF .200 .260 .150 .200 M40U564*1-F .56 uF .400 .460 .200 .200
M15U103*1-F .010 Uf .150 .210 .130 .100 M20U683*1-F .068 uF .200 .260 .150 .100 M40U684*1-F .68 uF .400 .460 .200 .200
M20U103*1-F .010 uF .200 .260 .150 .100 M22U683*1-F .068 uF .200 .260 .150 .200 M40U824*1-F .82 uF .400 .460 .200 .200
M22U103*1-F .010 uF .200 .260 .150 .200 M20U823*1-F .082 uF .200 .260 .150 .100 M40U105*1-F 1.0 uF .400 .460 .200 .200
M15U123*1-F .012 uF .150 .210 .130 .100 M22U823*1-F .082 uF .200 .260 .150 .200 M50U105*1-F 1.0 uF .500 .560 .250 .400
M20U123*1-F .012 uF .200 .260 .150 .100 M20U104*1-F .10 uF .200 .260 .150 .100 M40U125*1-F 1.2 uF .400 .460 .200 .200
M22U123*1-F .012 uF .200 .260 .150 .200 M22U104*1-F .10 uF .200 .260 .150 .200 M50U125*1-F 1.2 uF .500 .560 .250 .400
M15U153*1-F .015 uF .150 .210 .130 .100 M30U104*1-F .10 uF .300 .360 .200 .200 M40U155*1-F 1.5 uF .400 .460 .200 .200
M20U153*1-F .015 uF .200 .260 .150 .100 M20U124*1-F .12 uF .200 .260 .150 .100 M50U155*1-F 1.5 uF .500 .560 .250 .400
M22U153*1-F .015 uF .200 .260 .150 .200 M22U124*1-F .12 uF .200 .260 .150 .200 M50U185*1-F 1.8 uF .500 .560 .250 .400
M15U183*1-F .018 uF .150 .210 .130 .100 M30U124*1-F .12 uF .300 .360 .200 .200 M50U225*1-F 2.2 uF .500 .560 .250 .400
M20U183*1-F .018 uF .200 .260 .150 .100 M20U154*1-F .15 uF .200 .260 .150 .100 *Insert proper letter symbol for tolerance
M22U183*1-F .018 uF .200 .260 .150 .200                K = 10%; M = ±20%
Add 'TR' to end of part number for Tape & Reel
M15, M20, M22 - 2,500 per reel
M30 - 1,500 per reel  Full reels only on all
M40 - 1,000 per reel;  sizes. 
M50 - N/A
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Type M15 to M50  Multilayer Ceramic Capacitors 
RoHS CompliantRatings

Z5U Temperature Coefficient
50 Vdc

Catalog Sizes (Inches) Catalog Sizes (Inches) Catalog Sizes (Inches)
Part Number Cap L H T S Part Number Cap L H T S Part Number Cap L H T S

M15U472*5-F

  
 

4700 pF .150 .210 .130 .100 M15U683*5-F .068 uF .150 .210 .130 .100 M20U474*5-F .47 uF .200 .260 .150 .100
M15U562*5-F 5600 pF .150 .210 .130 .100 M20U683*5-F .068 uF .200 .260 .150 .100 M22U474*5-F .47 uF .200 .260 .150 .200
M15U682*5-F 6800 pF .150 .210 .130 .100 M22U683*5-F .068 uF .200 .260 .150 .200 M30U474*5-F .47 uF .300 .360 .200 .200
M15U822*5-F 8200 pF .150 .210 .130 .100 M20U823*5-F .082 uF .200 .260 .150 .100 M20U564*5-F .56 uF .200 .260 .150 .100
M15U103*5-F .010 uF .150 .210 .130 .100 M22U823*5-F .082 uF .200 .260 .150 .200 M22U564*5-F .56 uF .200 .260 .150 .200
M15U123*5-F .012 uF .150 .210 .130 .100 M15U104*5-F .10 uF .150 .210 .130 .100 M30U564*5-F .56 uF .300 .360 .200 .200
M15U153*5-F .015 uF .150 .210 .130 .100 M20U104*5-F .10 uF .200 .260 .150 .100 M30U684*5-F .68 uF .300 .360 .200 .200
M15U183*5-F .018 uF .150 .210 .130 .100 M22U104*5-F .10 uF .200 .260 .150 .200 M30U824*5-F .82 uF .300 .360 .200 .200
M15U223*5-F .022 uF .150 .210 .130 .100 M20U124*5-F .12 uF .200 .260 .150 .100 M30U105*5-F 1.0 uF .300 .360 .200 .200
M15U273*5-F .027 uF .150 .210 .130 .100 M22U124*5-F .12 uF .200 .260 .150 .200 M30U125*5-F 1.2 uF .300 .360 .200 .200
M20U273*5-F .027 uF .200 .260 .150 .100 M20U154*5-F .15 uF .200 .260 .150 .100 M40U125*5-F 1.2 uF .400 .460 .200 .200
M22U273*5-F .027 uF .200 .260 .150 .200 M22U154*5-F .15 uF .200 .260 .150 .200 M30U155*5-F 1.5 uF .300 .360 .200 .200
M15U333*5-F .033 uF .150 .210 .130 .100 M20U184*5-F .18 uF .200 .260 .150 .100 M40U155*5-F 1.5 uF .400 .460 .200 .200
M20U333*5-F .033 uF .200 .260 .150 .100 M22U184*5-F .18 uF .200 .260 .150 .200 M30U185*5-F 1.8 uF .300 .360 .200 .200
M22U333*5-F .033 uF .200 .260 .150 .200 M20U224*5-F .22 uF .200 .260 .150 .100 M40U185*5-F 1.8 uF .400 .460 .200 .200
M15U393*5-F .039 uF .150 .210 .130 .100 M22U224*5-F .22 uF .200 .260 .150 .200 M40U225*5-F 2.2 uF .400 .460 .200 .200
M20U393*5-F .039 uF .200 .260 .150 .100 M20U274*5-F .27 uF .200 .260 .150 .100 M40U275*5-F 2.7 uF .400 .460 .200 .200
M22U393*5-F .039 uF .200 .260 .150 .200 M22U274*5-F .27 uF .200 .260 .150 .200 M40U335*5-F 3.3 uF .400 .460 .200 .200
M15U473*5-F .047 uF .150 .210 .130 .100 M30U274*5-F .27 uF .300 .360 .200 .200 M40U395*5-F 3.9 uF .400 .460 .200 .200
M20U473*5-F .047 uF .200 .260 .150 .100 M20U334*5-F .33 uF .200 .260 .150 .100 M50U395*5-F 3.9 uF .500 .560 .250 .400
M22U473*5-F .047 uF .200 .260 .150 .200 M22U334*5-F .33 uF .200 .260 .150 .200 M40U475*5-F 4.7 uF .400 .460 .200 .200
M15U563*5-F .056 uF .150 .210 .130 .100 M30U334*5-F .33 uF .300 .360 .200 .200 M50U475*5-F 4.7 uF .500 .560 .250 .400
M20U563*5-F .056 uF .200 .260 .150 .100 M20U394*5-F .39 uF .200 .260 .150 .100 M50U565*5-F 5.6 uF .500 .560 .250 .400
M22U563*5-F .056 uF .200 .260 .150 .200 M22U394*5-F .39 uF .200 .260 .150 .200 M50U685*5-F 6.8 uF .500 .560 .250 .400
Add 'TR' to end of part number for Tape & Reel M30U394*5-F .39 uF .300 .360 .200 .200 *Insert proper letter symbol for tolerance
M15, M20, M22 - 2,500 per reel                K = 10%; M = ±20%
M30 - 1,500 per reel  Full reels only on all
M40 - 1,000 per reel;  sizes. 
M50 - N/A

Outline Drawing

M15
M20
M22*
M30
M40
M50

T
Max

H
Max

.060
(1.52)
Max

d
+.004
-.001

.276
(7.00)
Min

L
Max

S
�.030

Longer lead
lengths are
available

*M22 Leads are
formed to .200"
spacing.
d= .020" M15 - M40

.025" M50

M30 Z5U 100 V 104 - 334 leads are formed to .200”
M30 X7R 50 V 154-105 leads are formed to .200”
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

