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TVR-SERIES   Part Number Code

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Disc Ø Size
05 5Ø
07 7Ø
10 10Ø
14 14Ø
20 20Ø
25 25Ø
32 32Ø
40 40Ø
60 60Ø
34 34x34

Serial Number

Outward Appearance and Tape
A Tapping Hole Pitch: 12.7mm
E Tapping Hole Pitch: 15.0mm
B Tapping + Ammo (Box)
R Tapping + Reel
C Cutted Lead
: :

Part No. (VlmA)
180 18x100V
241 24x101V
102 10x102V
: :

Product Code
TVR Thinking Varistor

Resistance

Lead Wire Style and Coating
S Straight Lead; Epoxy Coating
I Inner Kink Lead; Epoxy Coating
L Straight Lead; Silicone Coating
P Inner Kink Lead; Silicone Coating
: :

The Tolerance
of VlmA

K ±10%
A 0~+10%
B 0~-10%
: :

Special Spec.
Controlling Number
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동원
New Stamp
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Max. Max.
Max.

Varistor
Allowable Clamping

Max. Peak Rated Reference
Dimensions

Voltage
Voltage Voltage

Energy Current Power Capacitance

Part No (8/20µs)
VlmA AC rms DC Vp Ip 10/1000 1time 2times @1KHZ T(max.)
(V) (V) (V) (V) (A) (J) (A) (A) (W) (pf) (mm)

TVR 05 180 18 11 14 40 1 0.4 100 50 0.01 1600 3.9
TVR 05 220 22 14 18 48 1 0.5 100 50 0.01 1500 4.1
TVR 05 270 27 17 22 60 1 0.6 100 50 0.01 1450 4.3
TVR 05 330 33 20 26 73 1 0.8 100 50 0.01 1400 4.5
TVR 05 390 39 25 31 86 1 0.9 100 50 0.01 1100 4.0
TVR 05 470 47 30 38 104 1 1.1 100 50 0.01 850 4.1
TVR 05 560 56 35 45 123 1 1.3 100 50 0.01 600 4.3
TVR 05 680 68 40 56 150 1 1.6 100 50 0.01 580 4.6
TVR 05 820 82 50 65 145 5 2.5 400 200 0.1 460 4.0
TVR 05 101 100 60 85 175 5 3.0 400 200 0.1 400 4.2
TVR 05 121 120 75 100 210 5 4.0 400 200 0.1 350 4.4
TVR 05 151 150 95 125 260 5 4.8 400 200 0.1 300 4.7
TVR 05 181 180 115 150 315 5 5.9 400 200 0.1 150 4.2
TVR 05 201 200 130 170 355 5 6.5 400 200 0.1 140 4.3
TVR 05 221 220 140 180 380 5 7.0 400 200 0.1 130 4.4
TVR 05 241 240 150 200 415 5 8.0 400 200 0.1 120 4.5
TVR 05 271 270 175 225 475 5 8.5 400 200 0.1 110 4.7
TVR 05 301 300 195 250 525 5 8.5 400 200 0.1 100 4.6
TVR 05 331 330 215 275 585 5 9.2 400 200 0.1 105 4.7
TVR 05 361 360 230 300 620 5 10 400 200 0.1 90 4.8
TVR 05 391 390 250 320 675 5 12 400 200 0.1 85 5.0
TVR 05 431 430 275 350 745 5 13 400 200 0.1 80 5.2
TVR 05 471 470 300 385 810 5 15 400 200 0.1 75 5.3

Unit: mm
Disc Ø D max. L min. d nor. P nor.

5 7.5 30 0.6±0.02 5±1
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동원
New Stamp
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Max. Max.
Max.

Varistor
Allowable Clamping

Max. Peak Rated Reference
DimensionsVoltage

Voltage Voltage
Energy Current Power Capacitance

Part No (8/20µs)
VlmA AC rms DC Vp Ip 10/1000 1time 2times @1KHZ T(max.)
(V) (V) (V) (V) (A) (J) (A) (A) (W) (pf) (mm)

TVR 07 180 18 11 14 36 2.5 0.9 250 125 0.02 3800 3.9
TVR 07 220 22 14 18 43 2.5 1.1 250 125 0.02 3600 4.1
TVR 07 270 27 17 22 53 2.5 1.4 250 125 0.02 3400 4.3
TVR 07 330 33 20 26 65 2.5 1.7 250 125 0.02 2900 4.5
TVR 07 390 39 25 31 77 2.5 2.1 250 125 0.02 1620 4.0
TVR 07 470 47 30 38 93 2.5 2.5 250 125 0.02 1550 4.1
TVR 07 560 56 35 45 110 2.5 3.1 250 125 0.02 1500 4.3
TVR 07 680 68 40 56 135 2.5 3.6 250 125 0.02 1200 4.6
TVR 07 820 82 50 65 135 10 5.5 1200 600 0.25 900 4.0
TVR 07 101 100 60 85 165 10 6.5 1200 600 0.25 750 4.2
TVR 07 121 120 75 100 200 10 7.8 1200 600 0.25 620 4.4
TVR 07 151 150 95 125 250 10 9.7 1200 600 0.25 500 4.7
TVR 07 181 180 115 150 300 10 11.7 1200 600 0.25 400 4.2
TVR 07 201 200 130 170 340 10 13 1200 600 0.25 360 4.3
TVR 07 221 220 140 180 360 10 14 1200 600 0.25 310 4.4
TVR 07 241 240 150 200 395 10 15 1200 600 0.25 290 4.5
TVR 07 271 270 175 225 455 10 18 1200 600 0.25 260 4.7
TVR 07 301 300 195 250 500 10 21 1200 600 0.25 230 4.6
TVR 07 331 330 215 275 550 10 23 1200 600 0.25 210 4.7
TVR 07 361 360 230 300 595 10 25 1200 600 0.25 190 4.8
TVR 07 391 390 250 320 650 10 25 1200 600 0.25 180 5.0
TVR 07 431 430 275 350 710 10 28 1200 600 0.25 160 5.2
TVR 07 471 470 300 385 775 10 30 1200 600 0.25 150 5.3
TVR 07 511 510 320 410 845 10 33 1200 600 0.25 140 5.5
TVR 07 561 560 350 450 930 10 33 1200 600 0.25 130 5.7
TVR 07 621 620 395 510 1020 10 35 1200 600 0.25 120 6.0
TVR 07 681 680 420 560 1120 10 35 1200 600 0.25 110 6.3
TVR 07 751 750 465 615 1235 10 38 1200 600 0.25 100 6.6
TVR 07 821 820 510 670 1355 10 42 1200 600 0.25 90 6.5

Unit: mm
Disc Ø D max. L min. d nor. P nor.

7 9.5 30 0.6±0.02 5±1
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Max. Max.
Max.

Varistor Allowable Clamping
Max. Peak Rated Reference

Dimensions
Voltage Voltage Voltage

Energy Current Power Capacitance

Part No (8/20µs)
VlmA AC rms DC Vp Ip 10/1000 1time 2times @1KHZ T(max.)
(V) (V) (V) (V) (A) (J) (A) (A) (W) (pf) (mm)

TVR 10 180 18 11 14 36 5 2.1 500 250 0.05 10000 4.3
TVR 10 220 22 14 18 43 5 2.5 500 250 0.05 8000 4.5
TVR 10 270 27 17 22 53 5 3.0 500 250 0.05 6500 4.7
TVR 10 330 33 20 26 65 5 4.0 500 250 0.05 5800 4.9
TVR 10 390 39 25 31 77 5 4.6 500 250 0.05 4500 4.4
TVR 10 470 47 30 38 93 5 5.5 500 250 0.05 4000 4.5
TVR 10 560 56 35 45 110 5 7.0 500 250 0.05 3500 4.7
TVR 10 680 68 40 56 135 5 8.2 500 250 0.05 2500 5.0
TVR 10 820 82 50 65 135 25 12 2500 1300 0.4 1700 4.4
TVR 10 101 100 60 85 165 25 15 2500 1300 0.4 1400 4.6
TVR 10 121 120 75 100 200 25 18 2500 1300 0.4 1100 4.8
TVR 10 151 150 95 125 250 25 22 2500 1300 0.4 900 5.1
TVR 10 181 180 115 150 300 25 27 2500 1300 0.4 700 4.6
TVR 10 201 200 130 170 340 25 30 2500 1300 0.4 610 4.7
TVR 10 221 220 140 180 360 25 32 2500 1300 0.4 550 4.8
TVR 10 241 240 150 200 395 25 35 2500 1300 0.4 500 4.9
TVR 10 271 270 175 225 455 25 40 2500 1300 0.4 450 5.1
TVR 10 301 300 195 250 500 25 40 2500 1300 0.4 400 5.0
TVR 10 331 330 215 275 550 25 43 2500 1300 0.4 360 5.1
TVR 10 361 360 230 300 595 25 47 2500 1300 0.4 330 5.2
TVR 10 391 390 250 320 650 25 60 2500 1300 0.4 300 5.4
TVR 10 431 430 275 350 710 25 65 2500 1300 0.4 270 5.6
TVR 10 471 470 300 385 775 25 70 2500 1300 0.4 250 5.7
TVR 10 511 510 320 410 845 25 70 2500 1300 0.4 230 5.9
TVR 10 561 560 350 450 930 25 70 2500 1300 0.4 210 6.1
TVR 10 621 620 395 510 1020 25 70 2500 1300 0.4 190 6.4
TVR 10 681 680 420 560 1120 25 70 2500 1300 0.4 170 6.7
TVR 10 751 750 465 615 1235 25 75 2500 1300 0.4 160 7.0
TVR 10 821 820 510 670 1355 25 85 2500 1300 0.4 150 6.9
TVR 10 911 910 550 745 1500 25 93 2500 1300 0.4 140 7.3
TVR 10 102 1000 625 825 1650 25 102 2500 1300 0.4 130 7.7
TVR 10 112 1100 680 895 1815 25 115 2500 1300 0.4 120 8.1

Unit: mm
Disc Ø D max. L min. d nor. P nor.

10 12.5 30 0.8±0.02 7.5±1
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Max. Max.
Max.

Varistor
Allowable Clamping

Max. Peak Rated Reference
DimensionsVoltage

Voltage Voltage
Energy Current Power Capacitance

Part No (8/20µs)
VlmA AC rms DC Vp Ip 10/1000 1time 2times @1KHZ T(max.)
(V) (V) (V) (V) (A) (J) (A) (A) (W) (pf) (mm)

TVR 14 180 18 11 14 36 10 4.0 1000 500 0.1 22000 4.3
TVR 14 220 22 14 18 43 10 5.0 1000 500 0.1 18000 4.5
TVR 14 270 27 17 22 53 10 6.0 1000 500 0.1 12000 4.7
TVR 14 330 33 20 26 65 10 7.5 1000 500 0.1 9000 4.9
TVR 14 390 39 25 31 77 10 8.6 1000 500 0.1 7800 4.4
TVR 14 470 47 30 38 93 10 10 1000 500 0.1 6600 4.5
TVR 14 560 56 35 45 110 10 11 1000 500 0.1 5400 4.7
TVR 14 680 68 40 56 135 10 14 1000 500 0.1 4500 5.0
TVR 14 820 82 50 65 135 50 22 4500 2500 0.6 2900 4.4
TVR 14 101 100 60 85 165 50 28 4500 2500 0.6 2400 4.6
TVR 14 121 120 75 100 200 50 32 4500 2500 0.6 2000 4.8
TVR 14 151 150 95 125 250 50 40 4500 2500 0.6 1600 5.1
TVR 14 181 180 115 150 300 50 52 4500 2500 0.6 1300 4.6
TVR 14 201 200 130 170 340 50 57 4500 2500 0.6 1000 4.7
TVR 14 221 220 140 180 360 50 60 4500 2500 0.6 1000 4.8
TVR 14 241 240 150 200 395 50 63 4500 2500 0.6 900 4.9
TVR 14 271 270 175 225 455 50 70 4500 2500 0.6 750 5.1
TVR 14 301 300 195 250 500 50 78 4500 2500 0.6 680 5.0
TVR 14 331 330 215 275 550 50 85 4500 2500 0.6 620 5.1
TVR 14 361 360 230 300 595 50 93 4500 2500 0.6 550 5.2
TVR 14 391 390 250 320 650 50 100 4500 2500 0.6 520 5.4
TVR 14 431 430 275 350 710 50 115 4500 2500 0.6 500 5.6
TVR 14 471 470 300 385 775 50 125 4500 2500 0.6 480 5.7
TVR 14 511 510 320 410 845 50 125 4500 2500 0.6 440 5.9
TVR 14 561 560 350 450 930 50 125 4500 2500 0.6 400 6.1
TVR 14 621 620 395 510 1020 50 125 4500 2500 0.6 330 6.4
TVR 14 681 680 420 560 1120 50 130 4500 2500 0.6 320 6.7
TVR 14 751 750 465 615 1235 50 143 4500 2500 0.6 310 7.0
TVR 14 821 820 510 670 1355 50 157 4500 2500 0.6 280 6.9
TVR 14 911 910 550 745 1500 50 175 4500 2500 0.6 250 7.3
TVR 14 102 1000 625 825 1650 50 190 4500 2500 0.6 230 7.6
TVR 14 112 1100 680 895 1815 50 213 4500 2500 0.6 210 8.1

�������

Unit: mm
Disc Ø D max. L min. d nor. P nor.

14 17 30 0.8±0.02 7.5±1
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Max. Max.
Max.

Varistor
Allowable Clamping

Max. Peak Rated Reference
DimensionsVoltage

Voltage Voltage
Energy Current Power Capacitance

Part No (8/20µs)
VlmA AC rms DC Vp Ip 10/1000 1time 2times @1KHZ T(max.)
(V) (V) (V) (V) (A) (J) (A) (A) (W) (pf) (mm)

TVR 20 180 18 11 14 36 20 11 2000 1000 0.2 44000 4.7
TVR 20 220 22 14 18 43 20 14 2000 1000 0.2 36000 4.9
TVR 20 270 27 17 22 53 20 18 2000 1000 0.2 26000 5.1
TVR 20 330 33 20 26 65 20 23 2000 1000 0.2 20000 5.3
TVR 20 390 39 25 31 77 20 26 2000 1000 0.2 18000 4.8
TVR 20 470 47 30 38 93 20 33 2000 1000 0.2 15500 4.9
TVR 20 560 56 35 45 110 20 41 2000 1000 0.2 13000 5.1
TVR 20 680 68 40 56 135 20 46 2000 1000 0.2 10000 5.4
TVR 20 820 82 50 65 135 100 48 6500 4000 1.0 6000 4.8
TVR 20 101 100 60 85 165 100 51 6500 4000 1.0 5000 5.0
TVR 20 121 120 75 100 200 100 55 6500 4000 1.0 4500 5.2
TVR 20 151 150 95 125 250 100 70 6500 4000 1.0 3200 5.5
TVR 20 181 180 115 150 300 100 84 6500 4000 1.0 2500 5.0
TVR 20 201 200 130 170 340 100 95 6500 4000 1.0 2000 5.1
TVR 20 221 220 140 180 360 100 100 6500 4000 1.0 2000 5.2
TVR 20 241 240 150 200 395 100 108 6500 4000 1.0 1800 5.3
TVR 20 271 270 175 225 455 100 127 6500 4000 1.0 1600 5.5
TVR 20 301 300 195 250 500 100 136 6500 4000 1.0 1500 5.4
TVR 20 331 330 215 275 550 100 150 6500 4000 1.0 1400 5.5
TVR 20 361 360 230 300 595 100 163 6500 4000 1.0 1200 5.6
TVR 20 391 390 250 320 650 100 180 6500 4000 1.0 1100 5.8
TVR 20 431 430 275 350 710 100 190 6500 4000 1.0 1050 6.0
TVR 20 471 470 300 385 775 100 220 6500 4000 1.0 950 6.1
TVR 20 511 510 320 410 845 100 220 6500 4000 1.0 900 6.3
TVR 20 561 560 350 450 930 100 220 6500 4000 1.0 800 6.5
TVR 20 621 620 395 510 1020 100 220 6500 4000 1.0 700 6.8
TVR 20 681 680 420 560 1120 100 230 6500 4000 1.0 650 7.1
TVR 20 751 750 465 615 1235 100 255 6500 4000 1.0 600 7.4
TVR 20 821 820 510 670 1355 100 282 6500 4000 1.0 530 7.3
TVR 20 911 910 550 745 1500 100 310 6500 4000 1.0 500 7.7
TVR 20 102 1000 625 825 1650 100 342 6500 4000 1.0 450 8.1
TVR 20 112 1100 680 895 1815 100 383 6500 4000 1.0 400 8.5

Unit: mm
Disc Ø D max. L min. d nor. P nor.

20 23.5 26 1.0±0.02 10±1
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Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V150A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR25201KG 200 130 170 15000 10000 128 1.0 340 2200
TVR25221KG 220 140 180 15000 10000 135 1.0 365 2000

TVR25241KG 240 150 200 15000 10000 146 1.0 395 1900

TVR25271KG 270 175 225 15000 10000 170 1.0 455 1600
TVR25361KG 360 230 300 15000 10000 190 1.0 595 1300

TVR25391KG 390 250 320 15000 10000 210 1.0 650 1100
TVR25431KG 430 275 350 15000 10000 220 1.0 710 1000

TVR25471KG 470 300 385 15000 10000 225 1.0 775 950

TVR25511KG 510 320 415 15000 10000 230 1.0 845 900
TVR25561KG 560 350 450 15000 10000 235 1.0 930 800

TVR25621KG 620 385 505 15000 10000 240 1.0 1025 700
TVR25681KG 680 420 560 15000 10000 250 1.0 1120 650

TVR25751KG 750 460 615 15000 10000 275 1.0 1240 600

TVR25781KG 780 485 640 15000 10000 290 1.0 1290 550
TVR25821KG 820 510 670 15000 10000 300 1.0 1355 520

TVR25911KG 910 550 745 15000 10000 340 1.0 1500 500
TVR25951KG 950 575 765 15000 10000 355 1.0 1570 450

TVR25102KG 1000 625 825 15000 10000 375 1.0 1650 430

TVR25112KG 1100 680 895 15000 10000 390 1.0 1815 400

Unit: mm
Disc Ø D max. T max W H max dØ±0.02

25 29 10 10±1 33 1.0
32 36 10 15±1 40 1.5
40 44 12 20±1 48 1.5

('��������

Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V200A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR32201KG 200 130 170 25000 20000 210 1.2 340 3900
TVR32221KG 220 140 180 25000 20000 225 1.2 365 3500

TVR32241KG 240 150 200 25000 20000 240 1.2 395 3300

TVR32271KG 270 175 225 25000 20000 250 1.2 455 2800
TVR32361KG 360 230 300 25000 20000 300 1.2 595 2200

TVR32391KG 390 250 320 25000 20000 330 1.2 650 2000
TVR32431KG 430 275 350 25000 20000 360 1.2 710 1800

TVR32471KG 470 300 385 25000 20000 405 1.2 775 1700

TVR32511KG 510 320 415 25000 20000 430 1.2 845 1600
TVR32561KG 560 350 450 25000 20000 470 1.2 930 1400

TVR32621KG 620 385 505 25000 20000 550 1.2 1025 1250
TVR32681KG 680 420 560 25000 20000 600 1.2 1120 1150

TVR32751KG 750 460 615 25000 20000 660 1.2 1240 1100

TVR32781KG 780 485 640 25000 20000 680 1.2 1290 1050
TVR32821KG 820 510 670 25000 20000 550 1.2 1355 950

TVR32911KG 910 550 745 25000 20000 620 1.2 1500 900
TVR32951KG 950 575 765 25000 20000 660 1.2 1570 850

TVR32102KG 1000 625 825 25000 20000 690 1.2 1650 800

TVR32112KG 1100 680 895 25000 20000 760 1.2 1815 750
TVR32122KG 1200 750 1060 25000 20000 800 1.2 2000 650

����"��)	� ����" ����������������
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Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V300A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR40201KG 200 130 170 40000 30000 320 1.4 340 6000

TVR40221KG 220 140 180 40000 30000 340 1.4 365 5500
TVR40241KG 240 150 200 40000 30000 360 1.4 395 5000

TVR40271KG 270 175 225 40000 30000 400 1.4 455 4500
TVR40361KG 360 230 300 40000 30000 460 1.4 595 3500

TVR40391KG 390 250 320 40000 30000 490 1.4 650 3000

TVR40431KG 430 275 350 40000 30000 550 1.4 710 2800
TVR40471KG 470 300 385 40000 30000 595 1.4 775 2600

TVR40511KG 510 320 415 40000 30000 640 1.4 845 2500
TVR40561KG 560 350 450 40000 30000 700 1.4 930 2200

TVR40621KG 620 385 505 40000 30000 800 1.4 1025 2000

TVR40681KG 680 420 560 40000 30000 910 1.4 1120 1800
TVR40751KG 750 460 615 40000 30000 1000 1.4 1240 1700

TVR40781KG 780 485 640 40000 30000 1030 1.4 1290 1600
TVR40821KG 820 510 670 40000 30000 860 1.4 1355 1500

TVR40911KG 910 550 745 40000 30000 960 1.4 1500 1400

TVR40951KG 950 575 765 40000 30000 1000 1.4 1570 1300
TVR40102KG 1000 625 825 40000 30000 1050 1.4 1650 1200

TVR40112KG 1100 680 895 40000 30000 1150 1.4 1815 1100
TVR40122KG 1200 750 1060 40000 30000 1250 1.4 2000 1000

Remark:
Operating Temperature: -40~85ºC

Storage Temperature: -40~110ºC
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Unit: mm
Disc Ø D max. H max P±0.5 d±0.2 hmin

32 36 41 25 7.0 10
40 44 48 25 7.0 10
60 63 78 25 9.5 --
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Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V200A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR32201KQ 200 130 170 25000 20000 210 1.2 340 3900
TVR32221KQ 220 140 180 25000 20000 225 1.2 365 3500

TVR32241KQ 240 150 200 25000 20000 240 1.2 395 3300

TVR32271KQ 270 175 225 25000 20000 255 1.2 455 2800
TVR32361KQ 360 230 300 25000 20000 300 1.2 595 2200

TVR32391KQ 390 250 320 25000 20000 330 1.2 650 2000
TVR32431KQ 430 275 350 25000 20000 360 1.2 710 1800

TVR32471KQ 470 300 385 25000 20000 405 1.2 775 1700

TVR32511KQ 510 320 415 25000 20000 430 1.2 845 1600
TVR32561KQ 560 340 450 25000 20000 470 1.2 930 1400

TVR32621KQ 620 385 505 25000 20000 550 1.2 1025 1250
TVR32681KQ 680 420 560 25000 20000 600 1.2 1120 1150

TVR32751KQ 750 460 615 25000 20000 660 1.2 1240 1100

TVR32781KQ 780 485 640 25000 20000 680 1.2 1290 1050
TVR32821KQ 820 510 670 25000 20000 550 1.2 1355 950

TVR32911KQ 910 550 745 25000 20000 620 1.2 1500 900
TVR32951KQ 950 575 765 25000 20000 660 1.2 1570 850

TVR32112KQ 1100 680 895 25000 20000 760 1.2 1815 750

TVR32122KQ 1200 750 1060 25000 20000 800 1.2 2000 650

Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V500A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR60391KQ 390 250 320 70000 40000 800 1.6 650 7200
TVR60431KQ 430 275 350 70000 40000 860 1.6 710 6600

TVR60471KQ 470 300 385 70000 40000 950 1.6 775 6100
TVR60511KQ 510 320 415 70000 40000 1000 1.6 845 5800

TVR60561KQ 560 350 450 70000 40000 1100 1.6 930 5100

TVR60621KQ 620 385 505 70000 40000 1200 1.6 1025 4600
TVR60681KQ 680 420 560 70000 40000 1500 1.6 1120 4300

TVR60751KQ 750 460 615 70000 40000 1650 1.6 1240 4100
TVR60781KQ 780 485 640 70000 40000 1700 1.6 1290 3800

TVR60821KQ 820 510 670 70000 40000 1350 1.6 1355 3600

TVR60911KQ 910 550 745 70000 40000 1500 1.6 1570 3300
TVR60951KQ 950 575 765 70000 40000 1560 1.6 1650 3000

TVR60112KQ 1100 680 895 70000 40000 1800 1.6 1815 2700
TVR60122KQ 1200 750 1060 70000 40000 2000 1.6 2000 2500

TVR60182KQ 1800 1000 1465 70000 40000 3000 1.6 2970 1800

Remark:

Operating Temperature: -40~85ºC

Storage Temperature: -40~110ºC

Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V300A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR40201KQ 200 130 170 40000 30000 310 1.4 340 6000
TVR40221KQ 220 140 180 40000 30000 340 1.4 365 5500

TVR40241KQ 240 150 200 40000 30000 360 1.4 395 5000

TVR40271KQ 270 175 225 40000 30000 400 1.4 455 4500
TVR40361KQ 360 230 300 40000 30000 460 1.4 595 3500

TVR40391KQ 390 250 320 40000 30000 490 1.4 650 3000
TVR40431KQ 430 275 350 40000 30000 550 1.4 710 2800

TVR40471KQ 470 300 385 40000 30000 595 1.4 775 2600

TVR40511KQ 510 320 415 40000 30000 640 1.4 845 2500
TVR40561KQ 560 350 450 40000 30000 710 1.4 930 2200

TVR40621KQ 620 385 505 40000 30000 800 1.4 1025 2000
TVR40681KQ 680 420 560 40000 30000 910 1.4 1120 1800

TVR40751KQ 750 460 615 40000 30000 1000 1.4 1240 1700

TVR40781KQ 780 485 640 40000 30000 1030 1.4 1290 1600
TVR40821KQ 820 510 670 40000 30000 860 1.4 1355 1500

TVR40911KQ 910 550 745 40000 30000 960 1.4 1500 1400
TVR40951KQ 950 575 765 40000 30000 1000 1.4 1570 1300

TVR40112KQ 1100 680 895 40000 30000 1100 1.4 1815 1100

TVR40122KQ 1200 750 1060 40000 30000 1200 1.4 2000 1000
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Unit: mm
Disc Ø D max. H max. h min. P±0.5

34 38 43 10 25
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Normal
Max. Allowable voltage Max. Peak Current(8/20µs)

Max. Max.Clamping Typical
Part Varistor Energy Rated Voltage Capacitance
Number Voltage ACrms DC 1time 2times 2ms Power V300A @1KHZ

VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)
TVR34201KQ 200 130 170 40,000 30,000 310 1.4 340 5600
TVR34221KQ 220 140 180 40,000 30,000 340 1.4 360 5000
TVR34241KQ 240 150 200 40,000 30,000 360 1.4 395 4800
TVR34271KQ 270 175 225 40,000 30,000 400 1.4 455 4100
TVR34361KQ 360 230 300 40,000 30,000 460 1.4 595 3200
TVR34391KQ 390 250 320 40,000 30,000 490 1.4 650 2800
TVR34431KQ 430 275 350 40,000 30,000 550 1.4 710 2600
TVR34471KQ 470 300 385 40,000 30,000 595 1.4 775 2400
TVR34511KQ 510 320 410 40,000 30,000 640 1.4 845 2300
TVR34561KQ 560 350 450 40,000 30,000 710 1.4 930 2000
TVR34621KQ 620 385 505 40,000 30,000 800 1.4 1025 1800
TVR34681KQ 680 420 560 40,000 30,000 910 1.4 1120 1700
TVR34751KQ 750 460 615 40,000 30,000 1000 1.4 1235 1600
TVR34781KQ 780 485 640 40,000 30,000 1030 1.4 1240 1500
TVR34821KQ 820 510 670 40,000 30,000 860 1.4 1355 1400
TVR34911KQ 910 550 745 40,000 30,000 960 1.4 1500 1300
TVR34951KQ 950 575 765 40,000 30,000 1000 1.4 1570 1200
TVR34102KQ 1000 625 825 40,000 30,000 1050 1.4 1650 1100
TVR34112KQ 1100 680 895 40,000 30,000 1200 1.4 1815 1050
TVR34122KQ 1200 750 1060 40,000 30,000 1310 1.4 2000 950
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Unit: mm
Disc Ø D max. H max. h min. P±0.5

34 38 43 10 25

	���� �+������� ����" ����������������

�������������������(&�

�* �����)	��������

Normal
Max. Allowable voltage Max. Peak Current(8/20µs)

Max. Max. Clamping Typical
Part Varistor Energy Rated Voltage Capacitance
Number Voltage ACrms DC 1time 2times 2ms Power V500A @1KHZ

VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)
TVR34201KT 200 130 170 70,000 40,000 410 1.6 340 14040
TVR34221KT 220 140 180 70,000 40,000 451 1.6 360 12760
TVR34241KT 240 150 200 70,000 40,000 490 1.6 395 11700
TVR34271KT 270 175 225 70,000 40,000 550 1.6 455 10400
TVR34361KT 360 230 300 70,000 40,000 730 1.6 595 7800
TVR34391KT 390 250 320 70,000 40,000 800 1.6 650 7200
TVR34431KT 430 275 350 70,000 40,000 860 1.6 710 6600
TVR34471KT 470 300 385 70,000 40,000 950 1.6 775 6100
TVR34511KT 510 320 410 70,000 40,000 1000 1.6 845 5800
TVR34561KT 560 350 450 70,000 40,000 1100 1.6 930 5100
TVR34621KT 620 385 505 70,000 40,000 1200 1.6 1025 4600
TVR34681KT 680 420 560 70,000 40,000 1500 1.6 1120 4300
TVR34751KT 750 460 615 70,000 40,000 1650 1.6 1240 4100
TVR34781KT 780 485 640 70,000 40,000 1700 1.6 1290 3800
TVR34821KT 820 510 670 70,000 40,000 1350 1.6 1355 3600
TVR34911KT 910 550 745 70,000 40,000 1500 1.6 1500 3300
TVR34951KT 950 575 765 70,000 40,000 1560 1.6 1570 3000
TVR34102KT 1000 625 825 70,000 40,000 1650 1.6 1650 2900
TVR34112KT 1100 680 895 70,000 40,000 1800 1.6 1815 2700
TVR34122KT 1200 750 1060 70,000 40,000 2000 1.6 2000 2500
Note: The two terminals at the same side of the products must be connected together in applications.
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Unit: mm
Disc Ø W ± 1 H ± 1 L ± 1

25 62 48 42
32 62 48 42

����+��)	� ����" ����������������

�������������������+�������

'���������

Normal Max. Allowable Max. Peak Max. Max. Clamping Typical

Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance
Number Voltage ACrms DC 1time 2times 2ms Power V300A @1KHZ

VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR25201KB 200 130 170 15000 10000 128 1.0 340 2200

TVR25221KB 220 140 180 15000 10000 135 1.0 365 2000

TVR25241KB 240 150 200 15000 10000 146 1.0 395 1900

TVR25271KB 270 175 225 15000 10000 170 1.0 455 1600

TVR25361KB 360 230 300 15000 10000 190 1.0 595 1300

TVR25391KB 390 250 320 15000 10000 210 1.0 650 1100

TVR25431KB 430 275 350 15000 10000 220 1.0 710 1000

TVR25471KB 470 300 385 15000 10000 225 1.0 775 950

TVR25511KB 510 320 415 15000 10000 230 1.0 845 900

TVR25561KB 560 350 450 15000 10000 235 1.0 930 800

TVR25621KB 620 385 505 15000 10000 240 1.0 1025 700

TVR25681KB 680 420 560 15000 10000 250 1.0 1120 650

TVR25751KB 750 460 615 15000 10000 275 1.0 1240 600

TVR25781KB 780 485 640 15000 10000 290 1.0 1290 550

TVR25821KB 820 510 670 15000 10000 300 1.0 1355 520

TVR25911KB 910 550 745 15000 10000 340 1.0 1500 500

TVR25951KB 950 575 765 15000 10000 355 1.0 1570 450

TVR25102KB 1000 625 825 15000 10000 375 1.0 1650 430

TVR25112KB 1100 680 895 15000 10000 390 1.0 1815 400

Remark:

Operating Temperature: -40~85ºC
Storage Temperature: -40~110ºC
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Normal Max. Allowable Max. Peak Max. Max. Clamping Typical
Part Varistor voltage Current(8/20µs) Energy Rated Voltage Capacitance

Number Voltage ACrms DC 1time 2times 2ms Power V300A @1KHZ
VlmA(V) (V) (V) (A) (A) (J) (W) (V) (PF)

TVR32201KB 200 130 170 25000 20000 210 1.2 340 3900

TVR32221KB 220 140 180 25000 20000 225 1.2 365 3500

TVR32241KB 240 150 200 25000 20000 240 1.2 395 3300

TVR32271KB 270 175 225 25000 20000 255 1.2 455 2800

TVR32361KB 360 230 300 25000 20000 300 1.2 595 2200

TVR32391KB 390 250 320 25000 20000 330 1.2 650 2000

TVR32431KB 430 275 350 25000 20000 360 1.2 710 1800

TVR32471KB 470 300 385 25000 20000 405 1.2 775 1700

TVR32511KB 510 320 415 25000 20000 430 1.2 845 1600

TVR32561KB 560 350 450 25000 20000 470 1.2 930 1400

TVR32621KB 620 385 505 25000 20000 550 1.2 1025 1250

TVR32681KB 680 420 560 25000 20000 600 1.2 1120 1150

TVR32751KB 750 460 615 25000 20000 660 1.2 1240 1100

TVR32781KB 780 485 640 25000 20000 680 1.2 1290 1050

TVR32821KB 820 510 670 25000 20000 555 1.2 1355 950

TVR32911KB 910 550 745 25000 20000 620 1.2 1500 900

TVR32951KB 950 575 765 25000 20000 660 1.2 1570 850

TVR32102KB 1000 625 825 25000 20000 690 1.2 1650 800

TVR32112KB 1100 680 895 25000 20000 760 1.2 1815 750

TVR32122KB 1200 750 1060 25000 20000 800 1.2 2000 650
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TVR-D SERIES   Part Number Code

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Disc Ø Size
05 5Ø
07 7Ø
10 10Ø
14 14Ø
20 20Ø
25 25Ø
32 32Ø
40 40Ø
60 60Ø
34 34x34

D High Energy Series

Outward Appearance and Tape
A Tapping Hole Pitch: 12.7mm
E Tapping Hole Pitch: 15.0mm
B Tapping + Ammo (Box)
R Tapping + Reel
C Cutted Lead
: :

Part No. (VlmA)
180 18x100V
241 24x101V
102 10x102V
: :

Product Code
TVR Thinking Varistor

Resistance

Lead Wire Style and Coating
S Straight Lead; Epoxy Coating
I Inner Kink Lead; Epoxy Coating
L Straight Lead; Silicone Coating
P Inner Kink Lead; Silicone Coating
: :

The Tolerance
of VlmA

K ±10%
A 0~+10%
B 0~-10%
: :

Special Spec.
Controlling Number

�������������	
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Unit: mm

Disc Ø
Dimensions

D max. L min. dnor. Pnor.
07 9.5 30 0.6±0.02 5±1
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Part
Normal

Max. Max. Max. Peak

Rated

Max. Reference

Number

Varistor

Allowable Clamping Current

Power

Energy Capacitance

Voltage

Voltage Voltage (8/20µs)

(W)@lmADC AC rms DC @10A 1time 2times 10/1000µs @1KHZ
‘ (V) (V) (8/20µs) (A) (A) (J) (pf)

(V)

TVR07201 200 130 170 340 1800 1200 0.25 18 360

TVR07221 220 140 180 360 1800 1200 0.25 20 310

TVR07241 240 150 200 395 1800 1200 0.25 21 290

TVR07271 270 175 225 455 1800 1200 0.25 24 260

TVR07301 300 195 250 500 1800 1200 0.25 28 230

TVR07331 330 215 275 550 1800 1200 0.25 29 210

TVR07361 360 230 300 595 1800 1200 0.25 32 190

TVR07391 390 250 320 650 1800 1200 0.25 35 180

TVR07431 430 275 350 710 1800 1200 0.25 40 160

TVR07471 470 300 385 775 1800 1200 0.25 42 150

TVR07511 510 320 410 845 1800 1200 0.25 46 140

TVR07561 560 350 450 930 1800 1200 0.25 47 130

TVR07621 620 395 510 1020 1800 1200 0.25 51 120

TVR07681 680 420 560 1120 1800 1200 0.25 53 110

TVR07751 750 465 615 1235 1800 1200 0.25 57 100

TVR07821 820 510 670 1355 1800 1200 0.25 61 90

Operating Temperature: -40ºC~85ºC

Storage Temperature: -40ºC~125ºC
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Unit: mm

Disc Ø
Dimensions

D max. L min. dnor. Pnor.
10 14.0 30 0.8±0.02 7.5±1
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Part
Normal

Max. Max. Max. Peak

Rated

Max. Reference

Number

Varistor

Allowable Clamping Current

Power

Energy Capacitance

Voltage

Voltage Voltage (8/20µs)

(W)@lmADC AC rms DC @25A 1time 2times 10/1000µs @1KHZ
‘ (V) (V) (8/20µs) (A) (A) (J) (pf)

(V)

TVR10201 200 130 170 340 3500 2500 0.4 45 610

TVR10221 220 140 180 360 3500 2500 0.4 50 550

TVR10241 240 150 200 395 3500 2500 0.4 55 500

TVR10271 270 175 225 455 3500 2500 0.4 58 450

TVR10301 300 195 250 500 3500 2500 0.4 60 400

TVR10331 330 215 275 550 3500 2500 0.4 62 360

TVR10361 360 230 300 595 3500 2500 0.4 65 330

TVR10391 390 250 320 650 3500 2500 0.4 70 300

TVR10431 430 275 350 710 3500 2500 0.4 80 270

TVR10471 470 300 385 775 3500 2500 0.4 85 250

TVR10511 510 320 410 845 3500 2500 0.4 92 230

TVR10561 560 350 450 930 3500 2500 0.4 97 210

TVR10621 620 395 510 1020 3500 2500 0.4 107 190

TVR10681 680 420 560 1120 3500 2500 0.4 110 170

TVR10751 750 465 615 1235 3500 2500 0.4 115 160

TVR10821 820 510 670 1355 3500 2500 0.4 125 150

TVR10911 910 550 745 1500 3500 2500 0.4 130 140

TVR10102 1000 625 825 1650 3500 2500 0.4 145 130

TVR10112 1100 680 895 1815 3500 2500 0.4 155 120

Operating Temperature: -40ºC~85ºC

Storage Temperature: -40ºC~125ºC
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Unit: mm

Disc Ø
Dimensions

D max. L min. dnor. Pnor.
14 18.0 30 0.8±0.02 7.5±1
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Part
Normal

Max. Max. Max. Peak

Rated

Max. Reference

Number

Varistor

Allowable Clamping Current

Power

Energy Capacitance

Voltage

Voltage Voltage (8/20µs)

(W)@lmADC AC rms DC @50A 1time 2times 10/1000µs @1KHZ
‘ (V) (V) (8/20µs) (A) (A) (J) (pf)

(V)

TVR14201 200 130 170 340 6500 5000 0.6 70 1000

TVR14221 220 140 180 360 6500 5000 0.6 78 1000

TVR14241 240 150 200 395 6500 5000 0.6 84 900

TVR14271 270 175 225 455 6500 5000 0.6 100 750

TVR14301 300 195 250 500 6000 5000 0.6 110 680

TVR14331 330 215 275 550 6000 5000 0.6 120 620

TVR14361 360 230 300 595 6000 5000 0.6 135 550

TVR14391 390 250 320 650 6000 5000 0.6 145 520

TVR14431 430 275 350 710 6000 5000 0.6 160 500

TVR14471 470 300 385 775 6000 5000 0.6 175 480

TVR14511 510 320 410 845 6000 5000 0.6 190 440

TVR14561 560 350 450 930 6000 5000 0.6 205 400

TVR14621 620 395 510 1020 6000 5000 0.6 215 330

TVR14681 680 420 560 1120 6000 5000 0.6 225 320

TVR14751 750 465 615 1235 6000 5000 0.6 230 310

TVR14821 820 510 670 1355 6000 5000 0.6 240 280

TVR14911 910 550 745 1500 6000 5000 0.6 255 250

TVR14102 1000 625 825 1650 6000 5000 0.6 290 230

TVR14112 1100 680 895 1815 6000 5000 0.6 310 210

Operating Temperature: -40ºC~85ºC

Storage Temperature: -40ºC~125ºC
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Unit: mm

Disc Ø
Dimensions

D max. L min. dnor. Pnor.
20 23.5 26 0.8±0.02 7.5±1
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Part
Normal

Max. Max. Max. Peak

Rated

Max. Reference

Number

Varistor

Allowable Clamping Current

Power

Energy Capacitance

Voltage

Voltage Voltage (8/20µs)

(W)@lmADC AC rms DC @100A 1time 2times 10/1000µs @1KHZ
‘ (V) (V) (8/20µs) (A) (A) (J) (pf)

(V)

TVR20201 200 130 170 340 12000 9000 1.0 150 2000

TVR20221 220 140 180 360 12000 9000 1.0 160 2000

TVR20241 240 150 200 395 12000 9000 1.0 170 1800

TVR20271 270 175 225 455 12000 9000 1.0 190 1600

TVR20301 300 195 250 500 10000 6500 1.0 210 1500

TVR20331 330 215 275 550 10000 6500 1.0 230 1400

TVR20361 360 230 300 595 10000 6500 1.0 270 1200

TVR20391 390 250 320 650 10000 6500 1.0 300 1100

TVR20431 430 275 350 710 10000 6500 1.0 325 1050

TVR20471 470 300 385 775 10000 6500 1.0 350 950

TVR20511 510 320 410 845 10000 6500 1.0 380 900

TVR20561 560 350 450 930 10000 6500 1.0 410 800

TVR20621 620 395 510 1020 10000 6500 1.0 420 700

TVR20681 680 420 560 1120 10000 6500 1.0 430 650

TVR20751 750 465 615 1235 10000 6500 1.0 450 600

TVR20821 820 510 670 1355 10000 6500 1.0 470 530

TVR20911 910 550 745 1500 10000 6500 1.0 510 500

TVR20102 1000 625 825 1650 10000 6500 1.0 556 450

TVR20112 1100 680 895 1815 10000 6500 1.0 620 400

Operating Temperature: -40ºC~85ºC

Storage Temperature: -40ºC~125ºC
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TVM-SERIES   Part Number Code

1 2 3 4 5 6 7 8 9 10 11 12 13 14

Size (EIA)
0 0402 Type
1 0603 Type
2 0805 Type

Terminal Electrode
A Ag/Ni/Sn

Design
A Multilayer

structure

Product Code
TVM Thinking Varistor

Surface Mount Type

The Tolerance
of VlmA

K ±10%
L ±15%
M ±20%
: :

Special Spec.
Controlling Number

Varistor Volage
(VlmA)

180 18x100=18V
330 33x100=33V

Packaging
R Reel

�����������	
�������������
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Varistor
Max. Max. Max. Max. Reference

Voltage
Allowable Clamping Voltage Surge Current Energy Rate Power Capacitance

Part No Voltage (8/20µs) (8/20µs) (10/1000µs) @1KHZ

VlmA (±%) VAC VDC VP Ip Imax Wmax P C

(V) (V) (V) (VP) (A) (A) (J) (W) (pF)

TVM0A080M 8 20 4 5.5 19 1.0 10 0.05 0.003 230

TVM0A110M 11 20 6 8 27 1.0 10 0.05 0.003 200

TVM0A12RM 12.5 20 7 9 30 1.0 10 0.05 0.003 170

TVM0A150L 15 15 8 11 33 1.0 10 0.05 0.003 130

TVM0A180K 18 10 11 14 35 1.0 10 0.05 0.003 100

TVM0A220K 22 10 14 18 44 1.0 10 0.05 0.003 80

TVM0A270K 27 10 17 22 55 1.0 10 0.05 0.003 65

TVM0A330K 33 10 20 26 63 1.0 10 0.05 0.003 45

Nonlinearity exponent (α) ≥ 20
Leakage Currennt (IL) at 25ºC, VDC ≤ 20µA

�������

Unit: mm
Part No. Size L W T L1
TVM0 0402 1.00±0.15 0.50±0.10 0.60max 0.20±0.1

�	�����"����	���� �����,�	&
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EXAMPLE: 8/20µS
Tr = 8µS
Td = 20µS
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Varistor
Max. Max. Max. Max. Reference

Voltage
Allowable Clamping Voltage Surge Current Energy Rate Power Capacitance

Part No Voltage (8/20µs) (8/20µs) (10/1000µs) @1KHZ

VlmA (±%) VAC VDC VP Ip Imax Wmax P C

(V) (V) (V) (VP) (A) (A) (J) (W) (pF)

TVM1A080M 8 20 4 5.5 19 1.0 30 0.1 0.003 950

TVM1A110M 11 20 6 8 27 1.0 30 0.1 0.003 600

TVM1A12RM 12.5 20 7 9 30 1.0 30 0.1 0.003 570

TVM1A150L 15 15 8 11 33 1.0 30 0.1 0.003 520

TVM1A180K 18 10 11 14 35 1.0 30 0.2 0.003 350

TVM1A220K 22 10 14 18 40 1.0 30 0.2 0.003 300

TVM1A270K 27 10 17 22 46 1.0 30 0.2 0.003 180

TVM1A330K 33 10 20 26 56 1.0 30 0.3 0.003 150

TVM1A390K 39 10 25 31 67 1.0 30 0.3 0.003 100

Nonlinearity exponent (α) ≥ 20
Leakage Currennt (IL) at 25ºC, VDC ≤ 20µA

�������

Unit: mm
Part No. Size L W T L1
TVM1 0603 1.60±0.15 0.80±0.15 0.95max 0.25±0.15
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EXAMPLE: 8/20µS
Tr = 8µS
Td = 20µS
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Varistor
Max. Max. Max. Max. Reference

Voltage
Allowable Clamping Voltage Surge Current Energy Rate Power Capacitance

Part No Voltage (8/20µs) (8/20µs) (10/1000µs) @1KHZ

VlmA (±%) VAC VDC VP Ip Imax Wmax P C

(V) (V) (V) (VP) (A) (A) (J) (W) (pF)

TVM2A080M 8 20 4 5.5 19 1.0 60 0.1 0.005 1210

TVM2A110M 11 20 6 8 27 1.0 60 0.2 0.005 1380

TVM2A12RL 12.5 15 7 9 27 1.0 60 0.2 0.005 1050

TVM2A150L 15 15 8 11 33 1.0 60 0.2 0.005 950

TVM2A180K 18 10 11 14 35 1.0 60 0.2 0.005 670

TVM2A220K 22 10 14 18 40 1.0 60 0.3 0.005 540

TVM2A270K 27 10 17 22 46 1.0 60 0.3 0.005 460

TVM2A330K 33 10 20 26 56 1.0 60 0.3 0.005 360

TVM2A390K 39 10 25 31 67 1.0 60 0.3 0.005 180

TVM2A470K 47 10 30 38 77 1.0 60 0.3 0.005 150

Nonlinearity exponent (α) ≥ 20
Leakage Currennt (IL) at 25ºC, VDC ≤ 20µA

�������

Unit: mm
Part No. Size L W T L1
TVM2 0805 2.0±0.20 1.25±0.20 1.20max 0.40±0.20
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EXAMPLE: 8/20µS
Tr = 8µS
Td = 20µS
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Normal Max. Max. Max. Max. Reference

Varistor Allowable Clamping Voltage Surge Current Energy Rate Power Capacitance

Part No Voltage Voltage (8/20µs) (8/20µs) (10/1000µs) @1KHZ

VlmA VAC VDC VP IP Imax Wmax P C

(V) (V) (V) (V) (A) (A) (J) (W) (pF)

TVM3A080M 8 4 5.5 17 1.0 150 0.3 0.008 4580

TVM3A110M 11 6 8 25 1.0 200 0.4 0.008 3900

TVM3A150L 15 8 11 30 1.0 200 0.5 0.008 2540

TVM3A180K 18 11 14 33 1.0 200 0.5 0.008 1450

TVM3A220K 22 14 18 38 1.0 200 0.5 0.008 1200

TVM3A270K 27 17 22 44 1.0 200 0.6 0.008 1050

TVM3A330K 33 20 26 54 1.0 200 0.7 0.008 800

TVM3A390K 39 25 31 65 1.0 200 1.0 0.008 650

TVM3A470K 47 30 38 77 1.0 200 1.1 0.008 385

TVM3A560K 56 35 45 90 1.0 100 0.4 0.008 300

TVM3A680K 68 40 56 110 1.0 100 0.5 0.008 250

TVM3A820K 82 50 65 135 1.0 100 0.6 0.008 180

TVM3A101K 100 60 85 165 1.0 100 0.7 0.008 110

Nonlinearity exponent (α) ≥ 15
Leakage Currennt (IL) at 25ºC, VDC ≤ 20µA

�������

Unit: mm
Part No. Size L W T L1
TVM3 1206 3.2±0.30 1.60±0.20 1.50max 0.50±0.20
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EXAMPLE: 8/20µS
Tr = 8µS
Td = 20µS
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Normal Max. Max. Max. Max. Reference

Varistor Allowable Clamping Voltage Surge Current Energy Rate Power Capacitance

Part No Voltage Voltage (8/20µs) (8/20µs) (10/1000µs) @1KHZ

VlmA VAC VDC VP IP Imax Wmax P C

(V) (V) (V) (V) (A) (A) (J) (W) (pF)

TVM4A080M 8 4 5.5 17 2.5 250 0.4 0.01 9200

TVM4A110M 11 6 8 25 2.5 300 0.7 0.01 8000

TVM4A150L 15 8 11 30 2.5 400 1.0 0.01 4850

TVM4A180K 18 11 14 33 2.5 400 1.2 0.01 2870

TVM4A220K 22 14 18 38 2.5 400 1.5 0.01 2370

TVM4A270K 27 17 22 44 2.5 400 1.7 0.01 2000

TVM4A330K 33 20 26 54 2.5 400 1.9 0.01 1490

TVM4A390K 39 25 31 65 2.5 300 1.7 0.01 1185

TVM4A470K 47 30 38 77 2.5 300 2.0 0.01 960

TVM4A560K 56 35 45 90 2.5 250 2.0 0.01 600

TVM4A680K 68 40 56 110 2.5 250 2.3 0.01 450

TVM4A820K 82 50 65 135 2.5 200 1.6 0.01 350

TVM4A101K 100 60 85 165 2.5 200 2.0 0.01 230

Nonlinearity exponent (α) ≥ 15
Leakage Currennt (IL) at 25ºC, VDC ≤ 20µA

�������

Unit: mm
Part No. Size L W T L1
TVM4 1210 3.2±0.30 2.50±0.25 1.50max 0.50±0.20

�	�����"����	���� �����,�	�!��

������"�� ���

�������������������$'$%�������



Rua Juquiá, 217   -   Vila Antonieta   -   S.B.C.   -   Cep:09629-040   -   SP - Brasil
Tel: (11) 4367-7411    -    Fax: (11) 4367-7416    -    www.voltts.com.br    -    voltts@voltts.com.br

Pág. 42/43

EXAMPLE: 8/20µS
Tr = 8µS
Td = 20µS
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

