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MX6 SQUARE lenses for CREE MX-6 LEDs  
 

  
 

- Specially designed for CREE MX-6 series of LEDs 

- Special care taken to make a uniform white or warm white illumination.  

- Lens material optical grade PC with high UV and temperature resistance(130°C/220°F)  

- Best available optical efficiency, up to >90%, with an extremely good cutoff of light 

- Integrated holder. Fastening to heat sink with a PU foam adhesive tape of automotive 

grade. Please check fastening details from this link: 

(http://www.ledil.com/datasheets/DataSheet_TAPE.pdf) 

- We advise customer to ensure the suitability and sufficiency of the bond in the end 

product. For example, mechanical stress, vibration and holes on the surface of the 

circuit boar weaken the strength of the tape. 

- Compact dimensions 21.6 x 21.6 mm. Square form enables easy build of matrix 

without any gaps between lenses. 

 

LENS TYPES  
 
NAME ORDERING CODE FWHM Angle 

MX6 REAL SPOT* FA10336_MX6-RS  ±6° 

MX6 SMOOTH SPOT* FA10337_MX6-SS  ±8.5° 

MX6 DIFFUSER FA10338_MX6-D  ±8.5°  

MX6 MEDIUM FA10339_MX6-M ±15° 

MX6 OVAL FA10340_MX6-O ±22° x ±9° 

MX6 OVAL TURNED 90° 4FA11151_MX6-O-90 ±22° x ±9° 

MX6 WIDE  FA10344_MX6-W coming soon 

MX6 WIDE VERSION 6 FA10903_MX6-W-V6 ±33° 

 

*) IMPORTANT NOTICE:  

 

REAL SPOT lens is a highly efficient pure collimator lens, which optically functions in an 

excellent way, giving a high intensity. REAL SPOT lens also reveals the chip level optical 

structure of the LED. We recommend REAL SPOT lens ONLY for applications, where light 

intensity is of highest priority, while we do not recommend it for applications, where color 

uniformity and aesthetics are of high importance. 

 

SMOOTH SPOT lens is a pure collimator lens with light mixing properties. It smoothens 

the beam pattern and makes a uniform color distribution over the whole beam angle. Light 

intensity is lower than for the REAL SPOT lens. SMOOTH SPOT lens is recommended for 

white light applications, where pleasant, high-quality illumination is wished. 
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MEASUREMENTS 
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Relative Intensity of FA10338_MX6-D
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Adhesive tape for quick 
and secure fastening.  
 

 

DIMENSIONS 

 
 

 

 

 

 

 

 

 

 

 

 

PACKAGING 

 
MX6 lenses are delivered on adhesive tape liner sheets, each sheet containing 60 lenses. 

 

 

SPECIAL VERSIONS 
 

Special versions available on request, e.g. different lens holder colors or packaging sizes. 

 



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

