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Low Voltage

MIDI® FUSE

ELECTRICAL CHARACTERISTICS:
% of Ampere Ampere

Rating Rating Opening Time
100% 30-125A 100 hours, Minimum
110% 30-125A 4 hours, Minimum
150% 30-125A 90 sec., Min.; 3600 sec., Max.

30-125A 5 sec., Min.; 100 sec., Max.
150-200A 1 sec., Min.; 15 sec., Max.
30-125A .5 sec., Min.; 15 sec., Max.

150-200A .3 sec., Min.; 3 sec., Max.

AGENCY APPROVALS: Recognized under the components program
of Underwriters Laboratories.

AGENCY FILE NUMBERS: E71611

INTERRUPTING RATINGS: 1000 amperes at 32 VDC

VOLTAGE RATINGS: 32 VDC

AMBIENT TEMP.: –40°C to +125°C

PATENTED
INTERRUPTING RATING:
1000A @ 32 VDC

ORDERING INFORMATION:

The MIDI® Fuse offers a bolt-on space saving fuse for high current wiring
protection and provides time delay characteristics with “Diffusion Pill
Technology”. The MIDI Fuse was designed and patented by Littelfuse.

MIDI® FUSE Fuseholders
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Catalog Ampere Voltage Nominal Cold
Number Rating Rating (VDC) Resistance (mΩ)

0498 030 30 32 2.1
0498 040 40 32 1.3
0498 050 50 32 1.04
0498 060 60 32 0.87
0498 070 70 32 0.72
0498 080 80 32 0.56
0498 100 100 32 0.45
0498 125 125 32 0.40
0498 150 150 32 0.33
0498 200 200 32 0.25
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ORDERING INFORMATION: Catalog Number 498900.

SPECIFICATIONS:
Electrical: Use with MIDI® Fuses from 30 to 200 amps. (32V)
Body: Glass Filled Thermoplastic

Body Color: Black

Cover With Tether: Glass Filled Thermoplastic

Cover Color: Black

Ambient Temp.: –40°C to +125°C

Fuse Mounting: M5 Threaded Stud and Hex Nuts

Cable Positions: Optional

Side Stackable Feature

Average Time Current Curves

RoHS



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

